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1.0 DECLARATION

1.1 Site Name and Location

The former Williams Air Force Base (AFB), National Priority List (NPL) Site CERCLIS ID
AZ7570028582, is located in Maricopa County, Mesa, Arizona (Figure 1-1). Operable Unit (OU)-
2 of the former Williams AFB is composed of Installation Restoration Program (IRP) site ST012,
the former Liquid Fuels Storage Area (LFSA) (Figure 1-2).

1.2  Statement of Basis and Purpose

This Record of Decision (ROD) Amendment 2 presents a fundamental change to the ST012
groundwater remedy selected in the OU-2 ROD dated December 1992 (IT Corporation, Inc. [IT],
1992). The OU-2 ROD selected a soil vapor extraction remedy for shallow soil (less than 25 feet
[ft] below ground surface [bgs]) and a hydraulic extraction remedy for groundwater. Later, soil
vapor extraction for the deep soil was included in OU-2 ROD Amendment 1 (IT, 1996). OU-2
ROD Amendment 1 did not affect the groundwater remedy selected in the original OU-2 ROD,
however, this ROD Amendment 2 represents a change to the original OU-2 ROD from hydraulic
extraction of groundwater to steam enhanced extraction (SEE) and enhanced bioremediation.
The revised groundwater Selected Remedy for ST012 at the former Williams AFB in Mesa,
Arizona was chosen in accordance with the Comprehensive Environmental Response,
Compensation, and Liability Act (CERCLA) of 1980, as amended by the Superfund
Amendments and Reauthorization Act of 1986, and, to the extent practicable, the National Oil
and Hazardous Substances Pollution Contingency Plan (NCP). Public participation
requirements of CERCLA §117(c) and NCP 300.435(c)(2)(ii) were implemented in support of
the ROD Amendment and revised remedy selection.

The U.S. Environmental Protection Agency (EPA) and the State of Arizona concur with the
revised groundwater Selected Remedy for STO012. Information supporting this decision is
contained in the Administrative Record file for ST012, and ROD Amendment 2 will become part
of the Administrative Record file. The Administrative Record is available at all hours online at
http://afrpaar.lackland.af.mil/ar/. Documents comprising the Administrative Record can also be
accessed at the former McClellan AFB, located at 3411 Olson Street, McClellan, CA 95652. An
information repository is available at the Government Documents Section of Arizona State
University Library, 300 East Orange Mall, Tempe, Arizona.

1.3 Assessment of the Site

The revised groundwater response action selected in ROD Amendment 2 is necessary to
protect public health or welfare, or the environment, from actual or threatened releases into the
environment of hazardous substances, and pollutants or contaminants from ST012 which may
present an imminent and substantial endangerment to public health or welfare.

The OU-2 ROD, signed in December 1992 (IT, 1992d), selected a ST012 groundwater remedy
that included extraction of light non-aqueous phase liquid (LNAPL, see below) and groundwater
by horizontal or vertical extraction wells; separation of LNAPL for reuse or disposal; treatment of
extracted groundwater as needed to remove solids and achieve action levels (cleanup levels
are referred to as action levels in the OU-2 ROD) for metals, semi-volatile organic compounds
(SVOCs) and volatile organic compounds (VOCs) identified as contaminants of potential
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concern (COPCs); and either injection of treated groundwater back into the aquifer or discharge
of the treated groundwater to the wastewater treatment plant. [LNAPL, referred to as free-phase
product in the OU-2 ROD and hereafter referred to as LNAPL in this ROD Amendment 2, is
generally defined as a liquid that is present as a separate phase and less dense than water.
Petroleum hydrocarbon based LNAPL at OU-2 contributes to dissolved phase groundwater
contamination and may be found floating at the surface of groundwater but is also trapped in
soil above and below the groundwater level]

Installation of vertical and horizontal wells during remedial design established that aquifer vields
were too low to achieve hydraulic control of the contaminated groundwater plume area and
rising groundwater levels diminished effectiveness of the remedy to achieve hydraulic control
and LNAPL recovery (Camp Dresser McKee [CDM], 1995). EPA and Arizona Department of
Environmental Quality (ADEQ) concurred with suspending implementation of the original
remedy (EPA, 1995) and by 2000, EPA, ADEQ and the U.S. Air Force (AF) had agreed that the
original OU-2 groundwater extraction remedy would not be effective at achieving remediation
goals at ST012 (EPA and ADEQ, 2005). This OU-2 ROD Amendment 2 addresses the ST012
revised groundwater remedy.

A Thermal Enhanced Extraction (TEE) pilot test was performed in 2008 and 2009 fo evaluate
the effectiveness of TEE technology to enhance LNAPL recovery and remediation of the
groundwater contaminant plume at ST012. The TEE pilot test established that it was a possible
effective technology for the site. Subsequently, the OU-2 Focused Feasibility Study (FFS)
evaluated groundwater remediation alternatives for ST012, including one alternative based on
SEE, a technology similar to TEE, and enhanced bioremediation. The Amended Proposed Plan
identified FFS Alternative ST012-3, Steam Enhanced Extraction and Enhanced Bioremediation,
as the preferred groundwater alternative for ST012.

The OU-2 ROD selected bioenhanced Soil Vapor Extraction (SVE) as the remedy for shallow
soil (less than 25 ft bgs) and included institutional controls to impose restrictions on installation
of new groundwater wells and limit soil excavation to 10 ft in depth at the ST012 site. OU-2
ROD Amendment 1, signed in August 1996 (IT, 1996), selected SVE as the remedy for deep
soil (from 25 ft bgs to groundwater). The SVE remedy has been effectively implemented for soil
at ST012, achieving OU-2 ROD cleanup levels for shallow soil, and continuing remediation in
the deep soil. Institutional controls have been implemented via deed restrictions and an Arizona
Declaration of Environmental Use Restrictions. Operation of a small scale groundwater
containment system and recovery of LNAPL that accumulates in groundwater monitoring wells
continues to be a part of the site cleanup strategy pending selection of the revised groundwater
remedy. The ROD Amendment 2 does not revise or alter the existing OU-2 ROD and ROD
Amendment 1 with the exception of what is discussed and presented in Sections 1.4,
Description of the Revised Selected Remedy, and 5.0, Description of Existing and Revised
Remedies.

1.4  Description of the Revised Selected Remedy

The revised Selected Remedy for ST012 groundwater is FFS Alternative ST012-3: Steam
Enhanced Extraction and Enhanced Bioremediation. SEE involves the installation of a network
of steam injection, liquid extraction, and vapor extraction wells; installation of temperature
monitoring equipment; injection of steam into the wells; and extraction of fluids (LNAPL and
groundwater) and vapor. The original groundwater remedy components that provided for
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separation of LNAPL, treatment of groundwater to achieve OU-2 ROD action levels, and
institutional controls are largely the same for the revised groundwater remedy, while also
providing for updates to the groundwater action levels and the addition of extracted vapor
treatment to the groundwater remedy. SEE is similar to the technology successfully
demonstrated by the TEE pilot test. For ST012, one or two steam generation systems will be
used. The fuel source for steam generation can be natural gas, propane, diesel, or recovered
LNAPL.

When the effectiveness of contaminant mass removal by SEE has diminished, the remedial
action will fransition to enhanced bioremediation. The criteria that will be evaluated for this
transition will be developed jointly by the AF, EPA, and ADEQ as part of the Remedial
Design/Remedial Action Work Plan. Enhanced bioremediation is the process of modifying
existing conditions to promote biological activity among bacteria that feed off of contamination
present at the site. The residual increase in temperature at the site after the cessation of SEE is
anticipated to enhance biological activity. Further modifications to enhance biological activity
may include introducing food sources to promote activity, or modifying physical or chemical
characteristics (e.g., pH, temperature) to create an environment that is more hospitable to
bacterial growth. The specific methods for enhanced bicremediation will be established in
consultation with EPA and ADEQ based on biological and contaminant conditions after SEE
implementation. After enhanced bioremediation, a period of monitored natural attenuation
(MNA) may be necessary until cleanup levels have been achieved. The estimated timeframe to
achieve cleanup levels is twenty (20) years (including Remedial Design/Remedial Action Work
Plan, remedial system construction, remedial action operation and maintenance (O&M), and
remedy completion).

The revised groundwater Selected Remedy does not alter the existing SVE remedy for vadose
zone soil. Existing institutional controls prohibiting installation of wells or extraction of
groundwater except for remediation and/or monitoring will remain in effect. Five-year reviews
will be conducted until cleanup levels have been achieved.

1.5  Statutory Determinations

The revised Selected Remedy is protective of human health and the environment, complies with
federal and state requirements that are applicable or relevant and appropriate to the remedial
action, is cost-effective, and utilizes permanent solutions and alternative treatment (or resource
recovery) technologies to the maximum extent practicable. This remedy also satisfies the
statutory preference for treatment as a principal element of the remedy (i.e., reduces the
toxicity, mobility, or volume of hazardous substances, pollutants, or contaminants as a principal
element through treatment). Because this remedy will result in hazardous substances,
pollutants, or contaminants remaining on-site for more than five years until cleanup levels have
been achieved that allow for unlimited use and unrestricted exposure, a statutory review will be
conducted within five years after initiation of remedial action and every five years thereafter until
cleanup levels are achieved to ensure that the remedy is, or will be, protective of human health
and the environment.

DCN 9101110001.8T012.RODA.0005 Page 1-3 Final
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1.6 Data Certification Checklist

The following information is included in the Decision Summary section of ROD Amendment 2.
Additional information can be found in the Administrative Record.

¢ Contaminants of concern (COCs), COPCs, and their respective concentrations.
e Baseline risk represented by the COCs/COPCs.

e Cleanup levels established for COCs/COPCs and the basis for cleanup levels.
¢ How source materials constituting principal threats are addressed.

e Current and reasonably anticipated future land use assumptions and current and
potential future beneficial uses of groundwater assumed in the baseline risk assessment
and ROD Amendment 2.

e Potential land and groundwater use that will be available at ST012 as a result of the
Selected Remedy.

¢ Estimated capital, annual O&M, and total present worth costs, and number of years over
which the remedy cost estimates are projected.

e Key factor(s) that led to selecting the remedy (i.e., describe how the Selected Remedy
provides the best balance among tradeoffs with respect to the balancing and modifying
criteria, highlighting criteria key to the decision).

DCN 9101110001.8T012.RODA.0005 Page 1-4 Final
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2.0 INTRODUCTION TO THE SITE AND STATEMENT OF PURPOSE

The former Williams AFB is located in Maricopa County and lies within the boundaries of the
City of Mesa, adjacent to the towns of Gilbert and Queen Creek and portions of unincorporated
Maricopa County. The former Williams AFB was an AF flight-training base that was first
activated in 1941. In 1989, Williams AFB was placed on the EPA NPL (Williams AFB, CERCLIS
ID, AZ7570028582). The Base officially closed in 1993.

Since 1989, the AF has been cleaning up hazardous substance releases at Williams AFB as the
lead agency under CERCLA with regulatory oversight from the EPA, ADEQ, and Arizona
Department of Water Resources. Regulatory authority for the former Williams AFB is defined in
the Williams AFB Federal Facility Agreement (FFA) (EPA, 1990). The primary purpose of the
FFA is to ensure that the environmental impacts associated with past activities at the former
Williams AFB are thoroughly investigated and appropriate remedial actions are taken as
necessary to protect the public health, welfare and the environment. The State agencies speak
with one voice in regard to FFA implementation, and ADEQ presents positions on behalf of the
State.

The OU-2 ROD, signed in December 1992 (IT Corporation [IT], 1992d), selected a ST012
groundwater remedy that included extraction of LNAPL and groundwater by horizontal or
vertical extraction wells; separation of LNAPL for reuse or disposal; treatment of extracted
groundwater as needed to remove solids and achieve action levels for metals, SVOCs and
VOCs identified as COPCs; and either injection of treated groundwater back into the aquifer or
discharge of the treated groundwater to the wastewater treatment plant. Installation of vertical
and horizontal wells during remedial design established that aquifer vields were too low to
achieve hydraulic control of the contaminated groundwater plume area and rising groundwater
levels diminished effectiveness of the remedy to achieve hydraulic control and LNAPL recovery
(CDM, 1995). EPA and ADEQ concurred with suspending implementation of the original remedy
(EPA, 1995) and by 2000, EPA, ADEQ and the AF had agreed that the original QU-2
groundwater extraction remedy would not be effective at achieving remediation goals at ST012
(EPA and ADEQ, 2005). This OU-2 ROD Amendment 2 addresses the ST012 revised
groundwater remedy. Public participation requirements of CERCLA §117(c) and NCP
300.435(c)(2)(ii) were implemented in support of the ROD Amendment and revised remedy
selection.

Information supporting the OU-2 ROD Amendment 2 is contained in the Administrative Record
file for STO12 and ROD Amendment 2 will become part of the Administrative Record file. The
Administrative Record is available at all hours oniine at htip://afrpaar.lackland.af.mil/ar/.
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3.0 SITE HISTORY, CONTAMINATION, AND SELECTED REMEDY

ST012 is the location of the former LFSA where fuel storage and distribution operations
involving aboveground and underground tanks and lines were conducted from 1941 until the
fuel storage and distribution system was decommissioned in 1991. The AF-owned aboveground
and underground equipment and structures relating to the fuel storage and distribution
operations within ST012 were removed in 1990 and 1991. Releases of jet propellant grade 4
(JP-4) and aviation gasoline (AVGAS) from the former fuel facilities have impacted soil and
groundwater at ST012. Multiple documented and undocumented fuel releases during the 50-
year Base operations period account for the soil and groundwater impacts. Remaining
contamination is in the form of dissolved phase groundwater contamination, LNAPL floating on
top of the water table, and residual LNAPL and associated contaminants that are retained in soil
both above and below the water table.

3.1 Site History

The AF has conducted Rls, pilot studies, and remedial actions at ST012 since the discovery of
fuel contamination in 1984. Ris defined the nature and extent of contamination. Pilot studies
evaluated the feasibility of proposed remedies. Remedial actions addressed and continue to
remediate contamination in soil and groundwater. Table 3-1 presents the investigations and
actions that have occurred on site to date.

Table 3-1 Summary of Previous Investigations/Remediation Conducted at ST012
Dates Reference
Engineering- Phase 1 Records Search 1984 Engineering-Science, 1984, Installation

Science

Restoration Program, Phase 1 — Records
Search.

AeroVironment,

Advanced eight borings to 45 ft

October 1984

AeroVironment Inc., 1986, Installation

Inc. Installed Wells LI1-01 through LI-08 1986 Restoration Program, Phase Il
Advanced 30 borings to 210 ft August 1986 — Confirmation/Quantification, Stage 2 Report.
June 1987
Performed soil organic vapor surveys | November 1986 —
June 1987
IT Installed wells W01 through W17 August 1989 — IT, 1992a, Remedial Investigation Report,
November 1989 Liquid Fuels Storage Area, Operable Unit 2.
Installed wells W18 through W25 July 1990 —
September 1990
Installed wells W26 and W27 May 1991 — June
1991
Installed wells W28 and W29 September 1991 IT, 1994, Remedial Investigation Report,
Performed soil vapor survey March and Operable Unit 3.
November 1989
Advanced soil borings SB01 through September 1993 —
SB15 (soil samples collected at 10-ft November 1993
intervals from 25-125 ft bgs
CDM Federal Installed wells W30 and W31 and two | January 1992 — CDM, 1995, Pilot Study/Demonstration Study

Programs, Inc.

extraction wells (EX-01 and EX-02)

February 1992

Installed wells INJ-01 through INJ-04

February 1992 —

Report

March 1992
Installed horizontal well HW-1 July 1992
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Table 3-1

(Continued)

Installed eight piezometers (PA, PB,
PC-s, PC-d, PD-s, PD-d, PE-s, and
PE-d)

Dates
October 1993

Installed wells W32 and W33

March 1994

Installed horizontal well HW-2

April 1994 — May
1994

Summary of Previous Investigations/Remediation Conducted at ST012

Reference '

Earth Tech SVE remediation and confirmatory March 1994 — Earth Tech, 1996, Operable Unit 2 (Shallow)
sampling of top 25 ft of impacted soil | January 1996 Soil Cleanup and Confirmatory Sampling
at 8T012 Results.
Battelle Bioslurping, skimming, and SVE pilot | October 1996 — Battelle, 1997, Draft Site-Specific Technical
testing April 1997 Report (A003) for Free Product Recovery
Testing at Site ST-12, Williams AFB, Arizona
Geo/Resource SVE O&M Qctober 1987 — IT, 1999, Draft Focused Feasibility Study,

Consultants,
Inc.

April 1999

Operable Unit 2.

Balanced
Environmental
Management
Systems, Inc.
(BEM)

Installed wells NO1 through NO8 and
DPE-1

August 1996 —
September 1996

BEM, 1998b, Treatability Study in Support of
Remediation by Natural Attenuation.

Installed wells NOS through N15,
DPE-2, and monitoring points MPA-2
through MPC-2

October 1997 —
December 1997

BEM, 1999a, Groundwater Monitoring Well,
Dual Phase Extraction Well, and Soil Vapor
Monitoring Point Installation

Decommissioned 27 wells

January 1999

BEM, 1999b, Well Closure Report

Presented CSM for site physical and
contamination conditions

Installed well clusters LSZ-1/UWB-1
and LSZ-2/UWB-2

Installed SVE well nest SVEO1

May 2003 — June
2003

Installed SVE well nests SVEO2
through SVEO7

May 2004 — June
2004

BEM, 2007, Phase 1, Thermal Enhanced
Extraction (TEE) Pilot Test Work Pian

Operated deep soil SVE system April 2005 - BEM, 2010a, SVE System Operation and
December 2009 Maintenance Quarterly Performance Report 01
October through 31 December 2009 (only
latest report listed)
Installed Thermal Enhanced July 2004 — BEM, 2010b, Consiruction
Extraction (TEE) treatment cell October 2004 Completion/Inspection Report
injection, extraction, and monitoring
wells
Conducted aquifer testing at TEE December 2006 BEM, 2011, Phase 1, Thermal Enhanced
treatment cell Extraction (TEE) Pilot Test Performance
Evaluation Report.
Installed TEE treatment cell system July 2004 — BEM, 2010b, Construction
August 2008 Completion/Inspection Report.
Installed reference boundary well RB- | November 2008
1A, RB-1C, RB-2A, and RB-2C
Installed SVE wells SVE08 and December 2008
SVE09
Conducted TEE Pilot Test August 2008 — BEM, 2011, Phase 1, Thermal Enhanced
January 2010 Extraction (TEE) Pilot Test Performance
Evaluation Report.
Installed wells U02, U11 through U13, | December 2009 — | BEM, 2010¢c, Well Instaliation, Abandonment,
U36 through U38, and W34 through March 2010 Sampling, and Groundwater Opfimization
W38 Report.
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Table 31 Summary of Previous Investigations/Remediation Conducted at ST012
(Continued)
T
Decommissioned wells NO1 through January 2010 —
NO5, NO8, NO9, N11, N12, N14, N15, | March 2010
and INJOO3
URS Installed Cobble Zone wells C01, October 2008 — URS, 2009b, Sites ST012, ST035, and LF004
Corporation C02, C03, C04, C05, and reference November 2008 Monitoring Well Replacement, Abandonment,
(URS) boundary well RB3A,; and Installation Report.
Decommissioned well N10
Monitored groundwater quarterly and | July 2008 — URS, 2009a, Annual 2008 Groundwater
annually January 2009 Monitoring Report
February 2009 — URS, 2010, Annual 2009 Groundwater
November 2009 Monitoring Report.
March 2010 — URS, 2011a, Annual 2010 Groundwater
November 2010 Monitoring Report.
February 2011 — URS, 2012a, Annual 2011 Groundwater
November 2011 Monitoring Repott.
Operated deep soil SVE system January 2010 — URS, 2012b, SVE System Operation and
quarterly December 2011 Maintenance 2011 Annual Performance
Report {only latest report listed)
Implemented Groundwater June 2011 - July URS, 2011b, Containment Study Work Plan
Containment Study 2012 Addendum
AMEC Completed OU-2 FFS with focus on November 2011 - | AMEC, 2012, Final Focused Feasibility Study,
groundwater November 2012 Remedial Alternatives for Operable Unit, Site
ST012, Former Williams Air Force Base,
Mesa, Arizona
Operated deep soil SVE system January 2012 — AMEC, 2013a, Soif Vapor Extraction System
quarterly present Operation and Maintenance Report, Former
Liquid Fuels Storage Area, Site ST012,
Former Williams Air Force Base, Mesa,
Arizona
Operated Groundwater Containment September 2012 - | AMEC, 2013b, 2012 Annual Containment
System present System Status Report, Former Liquid Fuels
Storage Area, Site ST012, Former Williams Air
Force Base, Mesa, Arizona
Monitored groundwater annually November 2012 AMEC, 2013c, Annual 2012 Groundwater
Monitoting Report, Former Liquid Fuels
Storage Area, Site ST012, Former Williams Air
Force Base, Mesa, Arizona
'Review, comment, and concurrence have been providled by EPA and ADEQ throughout these

investigation/remediation activities.

3.2

Summary of Site Characteristics

This section provides an overview of the assessments conducted during the Remedial
Investigation (RI) to characterize contamination in groundwater at ST012. This summary
presents the following information:

e Site Hydrogeology

¢ Quantity, types, and concentrations of hazardous substances

e [Estimated volumes of contaminants

e Lateral and vertical extents of contamination

o Mobility of identified contaminants

¢« Potential surface and subsurface pathways of contaminant migration
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3.2.1 Site Hydrogeology

The hydrogeology of ST012 is described in the OU-2 Rl report (IT, 1992a) and the FFS (AMEC,
2012), and can be summarized as a complex stratified system with local vertical
interconnections. Two main aquifers can be distinguished: a shallow unconfined aquifer referred
to as the upper aquifer and a deep confined aquifer. The deep aquifer is the main source of
groundwater used regionally.

At ST012, all LNAPL and contaminated groundwater is contained within the upper aquifer. The
upper aquifer extends from the water table (approximately 156 ft bgs) to approximately 245 ft
bgs. Within the upper aquifer, saturated conditions exist at ST012 primarily within four intervals
that are characterized by different soil types and hydraulic properties within each interval. These
intervals, or zones, are (from highest to lowest): the Cobble Zone, Upper Water Bearing Zone
(UWBZ), Lower Permeability Zone (LPZ), and Lower Saturated Zone (LSZ). The groundwater is
now rising into the lower portions of the Cobble Zone.

Groundwater within the LSZ, once apparently unconfined, now appears to be under semi-
confined conditions. In the 1970s, groundwater elevations began to rise and by 1993 fully
saturated the LSZ. Water elevations in well clusters screened discretely above and below the
LPZ indicate a downward vertical gradient.

Underlying the upper aquifer is a fine-grained aquitard approximately 15 ft in thickness. Below
the aquitard lies the deep aquifer of undetermined thickness. The AF has concluded that the
aquitard forms an effective barrier to migration of contaminated groundwater to the underlying
deep aquifer (IT, 1999); no contamination of the deep confined aquifer beneath ST012 has ever
been demonstrated.

3.2.2 Groundwater Contamination at ST012

Contaminated groundwater at ST012 is defined in the OU-2 ROD (IT, 1992a) as groundwater
containing benzene in amounts of 5 micrograms per liter (ug/L) (the drinking water standard
established as the action/cleanup level for benzene) or more. Benzene was chosen as an
indicator because it poses the greatest danger to human health and the environment of the
OU-2 ROD COPCs detected in groundwater at ST012. The volume of contaminated
groundwater contained within the 5 ug/L benzene plume based on July 1991 sampling data was
defined in the OU-2 ROD (IT, 1992a) as 170 million gallons. Dynamic site conditions such as
rising groundwater, smeared LNAPL, changes in monitoring well network, and attenuation
mechanisms have affected this estimate. Using the November 2011 estimated benzene
concentrations contours (Figures 3-1 and 3-2), the current estimated volume within the 5 ug/L
benzene plume is 67.5 million gallons.

An extensive network of groundwater monitoring wells has been installed at ST012 (Figure 3-3).
Groundwater sampling conducted semiannually at ST012 since 1990 has documented the
presence of a JP-4 and/or AVGAS LNAPL plume and a dissolved component (i.e., benzene,
toluene, ethylbenzene, and xylene [BTEX]) plume. These plumes were defined in the OU-2
ROD, and have been further characterized in semiannual groundwater sampling reports. The
most recent groundwater sampling report documents sampling conducted by URS in 2011
(URS, 2012a), and includes an analysis of the current state of the dissolved plume. The
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monitoring network does not include a well in the UWBZ within the middie of the historic release
area so the contours for the UWBZ may under-represent actual benzene contours in that area.

Appendix A-1 (Table A-1) summarizes groundwater contaminant characteristics from the
historic groundwater monitoring data presented in Table 4-4 of the OU-2 ROD and includes
updated groundwater contaminant characteristics from the November 2011 annual groundwater
monitoring event (URS, 2012a). November 2011 groundwater monitoring data were used as the
basis for evaluation of remedial alternatives in the OU-2 Focused Feasibility Study and are the
basis for groundwater contaminant distribution maps provided in Figures 3-1 and 3-2. Appendix
A-2 includes historical analytical summary tables for total petroleum hydrocarbons (TPH),
VOCs, SVOCs and metals from the ST012 2011 Annual Groundwater Monitoring Report
(URS, 2012a). As discussed above, in accordance with the OU-2 ROD, groundwater monitoring
has been conducted and presented in groundwater monitoring reports, the most recent of which
is for the sampling completed in November 2011. Consistent with the COPCs identified in the
OU-2 ROD, ST012 groundwater sample analyses are conducted for VOCs, SVOCs, metals and
TPH in order to monitor groundwater conditions including contaminant concentrations,
concentration trends, contaminant distribution, and potential contaminant migration.
Recommendations are provided in the groundwater monitoring reports for additions or
modifications to the monitoring program as needed. Based on the groundwater monitoring and
reports completed for ST012, the contaminants detected remain consistent with those identified
during the original site characterization activities; concentrations of the primary fuel-related
contaminants, such as benzene, toluene, ethyl benzene, xylenes, and naphthalene have
remained within the ranges originally identified in the OU-2 ROD (see Appendix A-1 Table A-1
and Appendix A-2), and benzene remains as the contaminant most representative of ST012
groundwater impacts due to its wide distribution and potential threat to human health and the
environment. The maximum contaminant detections reported at STO12 were detected and
reported in the early site investigations and RI, as summarized from OU-2 ROD Table 4-4 in
Appendix A-1 Table A-1.

Groundwater elevations have risen more than 60 ft beneath ST012 since the late 1980s. The
groundwater table currently resides at approximately 156 ft bgs. Rates of rise in recent years
are in the range of 2.5 to 3.0 feet per year (ft/yr) and averaged less than 1 ft between November
2011 and November 2012 (AMEC, 2013c). The effect of the rising groundwater is to "smear"” the
LNAPL.

3.2.3 LNAPL at ST012

The volume of the LNAPL plume beneath ST012 was estimated in the OU-2 RI report (IT,
1992a) to be between 650,000 and 1,400,000 gallons. This volume did not take into account
LNAPL that was occupying pore spaces in vadose zone soil above the groundwater. At that
time, groundwater elevations reflected only seasonal variations, and the LNAPL was assumed
to be floating on the groundwater. The groundwater rise has altered the distribution of LNAPL in
wells. The most recent estimate of LNAPL volume in the saturated zone of 2,200,000 gallons
was established in 2008 prior to the TEE Pilot Test (BEM, 2011).

The behavior of LNAPL in the subsurface is complicated and depends on site-specific and
heterogeneous factors such as porosity, permeability, degree of water wetting compared to
hydrocarbon wetting, and vertical groundwater gradient. There is not a simple correlation
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between the thickness of LNAPL present in a given monitoring well and the volume of LNAPL in
the adjacent subsurface sediments. At ST012, LNAPL has exhibited different behavior at
different monitoring wells over time. While this behavior can be correlated to the rise in
groundwater across ST012, the exact cause of the different behavior could be related to such
diverse factors as formation and contamination heterogeneity, trapping and removal of LNAPL,
and submergence of well screens.

Although a precise distribution and volume of LNAPL beneath ST012 will never be known, it is
clear that LNAPL has moved from saturated soil into wells within the most contaminated area.
Treatability studies of LNAPL removal indicated the rate of LNAPL flow to the wells was slow,
yielding an average of less than 2,000 gallons per year at that time. More recently, LNAPL
recovery efforts conducted quarterly yielded much lower volumes (17.7 gallons in 2010 [URS,
2011c]).

3.2.4 Contaminant Removal

Since 1990, pilot studies, treatability studies, remedial actions, etc. have been performed, as
well as continuation of successful technologies. Each action has resulted in the removal of
some amount of contamination; these actions are summarized in Table 3-2. A total of
approximately 671,000 gallons of fuel have been removed from the site by these actions.

Table 3-2 Summary of Groundwater Contaminant Removal
[ Weda | ContaminationRemoved | Dates | Wethod of Removal
Shallow Soll 76,400 Ibs TVH (11,800 4/94 — 3/95 (Site 538) & SVE
gallons hydrocarbons [as 7/95 — 1/96 (Site 514)
JP-4])
Shallow Soil 5,500 Ibs TPH (850 gallons | 4/94 — 3/95 (Site 538) & Bioventing'
hydrocarbons [as JP-4]) 7/95 — 1/96 (Site 514)
Deep Soil 2,230,000 Ibs TVH 2197 - 7/02 SVE®

(343,000 gallons

hydrocarbons [as JP-4])
Groundwater 20,282 gallons “BTEX- 10/90 — 4/97 Skimming/bioslurping®
saturated water”

LNAPL source in 38,900 Ibs (5,980 gallons 1969 — 2011 Natural attenuation® (926
groundwater hydrocarbons [as JP-4]) Ibs/year)

LNAPL 10,564 gallons 10/90 — 12/96 Skimming/bioslurping®
Deep Soil 1,637,000 Ibs TVH 4/05 - 12/11 SVE

(252,000 gallons
hydrocarbons [as JP-4])
Deep Soil 188,000 Ibs TPH (28,900 2/97 - 7/03, 4/05 - 6/11 Bioventing®
gallons hydrocarbons [as
JP-4))

Groundwater 117,902 Ibs TPH (18,140 10/08 — 5/09 TEE
gallons hydrocarbons [as
JP-4])

' Calculated mass removal using Earth Tech data (see Appendix A of FES [AMEC, 2012))

2 Source: GeoResource Consultants, Inc, Williams AFB Technical Working Group meeting, 3/24/99 (IT, 1999a)
® Estimated assuming 5% bioventing removal per pound of SVE removal

* Source: BEM, 1998b
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3.2.5 Contaminant Fate and Transport

Once deposited in the unsaturated zone, organic compounds that compose the LNAPL will
partition among four phases: gas, solid, water, and LNAPL. The fate of components in these
phases is determined by volatilization, dissolution, sorption, and degradation (Newell, et al.,
1995). All four processes will be active in the vadose zone. Dissolution will occur within the
pore-space water, and degradation can only occur within this pore-water environment.

In the saturated zone, the effects of volatilization become inconsequential, and the processes of
dissolution and degradation have the greatest impacts on source life. Dissolution occurs as the
individual components at the LNAPL-water interface disperse from the LNAPL phase to the
water phase (Testa and Winegardner, 1991). This is largely controlled by solubility, molecular
size, and the rate of water flow across the interface. If no flow exists, then an equilibrium
concentration will develop between them and no further dispersion will occur across the
interface. With groundwater moving past the interface, the LNAPL has additional potential to
release its components to the water phase.

Once in the water phase, the dissolved components will migrate according to the groundwater
flow direction and rate, their sorption potential (retardation factor), and degradation potential.
Literature sources discuss the mechanisms for biologically-mediated degradation in the
saturated zone (Wiedemeier, et al., 1995; Norris, et al., 1994). In short, aerobic and anaerobic
microorganisms are present throughout the subsurface environment. Work at petroleum
contaminated sites has demonstrated that a wide variety of bacteria are metabolically active in
reducing contaminant concentrations.

Migration of LNAPL in the vadose zone is dependent on the degree of water saturation and
LNAPL saturation in the soil column. When water and LNAPL are both equally saturated in soil
pore space, the mobility of each liquid decreases. With increasing saturation of one of the
liquids, the mobility of the other liquid decreases substantially. As the SVE system continues to
operate, the saturation of both water and LNAPL is expected to decrease, thereby further
reducing the potential for downward migration of the LNAPL.

In the saturated zone, LNAPL may continue to move in the direction of pressure heads
associated with either LNAPL thickness in the formation, or groundwater gradients. LNAPL that
was deposited in the lower sections of the upper aquifer has become trapped and is essentially
immobile beneath the water, although site evidence suggests that sufficient pressure gradients
have been created by the increasing groundwater elevations to mobilize some of the
submerged LNAPL into wells. Trapped LNAPL will also undergo dissolution as groundwater
continues to move past the LNAPL-water interface. Soluble constituents (e.g., BTEX) will enter
the groundwater system. Once dissolved, additional mechanisms such as dispersion and
degradation will act on these components to limit their transport potential.

3.2.6 Existing Groundwater Selected Remedy

The OU-2 ROD (IT, 1992d) was signed in December 1992, following the publication of the RI
(IT, 1992a), the Feasibility Study (IT, 1992b), and the OU-2 Proposed Plan (IT, 1992c). The
major actions of the original groundwater selected remedy were as follows:
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e Extraction of LNAPL and groundwater using an estimated series of up to 2 horizontal or
16 vertical extraction wells. The exact number, type, and location of wells were to be
determined during the remedial design phase as a result of aquifer tests conducted after
well installations.

¢ Pass extracted fluids through an oil/water separator in order to capture all LNAPL prior to
treatment of the water. LNAPL was either to be reused by an approved vendor or
disposed of at an authorized off-site disposal facility.

e Conduct pretreatment, as needed, of the extracted groundwater (e.g., precipitation,
flocculation, clarification, filtration, acid treatment, etc.) to remove solids that may
potentially interfere with the treatment for contaminants. The system specifications were
to be developed from treatability studies conducted during the remedial design phase, if
required.

e Conduct pretreatment, as needed, of the extracted groundwater (e.g., precipitation,
flocculation, clarification, filtration, ion exchange, etc) to reduce the concentration of
metals to action levels identified in the OU-2 ROD, The OU-2 ROD provided details for
including this treatment contingency.

¢ Provide treatment of the extracted groundwater by twin air stripping columns in series to
reduce volatile contaminant concentrations to action levels identified in the OU-2 ROD.
Treatment will achieve greater than 99 percent removal of volatile contaminants.

e Conduct post-treatment, as needed, of the extracted groundwater (e.g., liquid-phase
carbon adsorption) to reduce semi-volatile organic concentrations to action levels
identified in the OU-2 ROD. The OU-2 ROD provided details for including this treatment
contingency.

¢ Injection of treated groundwater back into the shallow aquifer to assist in maintaining
hydraulic control and to avoid depletion of the aquifer or discharge of treated groundwater
to the Base wastewater treatment plant. A number of factors were to be evaluated to vield
a decision by Parties to the FFA to inject treated groundwater back into the aquifer and/or
to discharge the treated groundwater into the Base sanitary sewer. These factors
included, but were not limited to the following: (1) the results of aquifer measurements
made during a given remediation period; (2) the ability of injection wells to accommodate
the extraction rate; (3) the minimum volume of water needed at the Base wastewater
treatment plant to remain in operation; and (4) identified Base treated wastewater reuse
needs, such as irrigation of the Base golf course. Based on current estimates, four
injection wells were planned. Their exact number, type, and location were to be
determined during the remedial design phase.
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4.0 BASIS FOR THE ROD AMENDMENT

This section summarizes the information that prompted and supports the fundamental change to
the groundwater remedy selected in the OU-2 ROD. Implementation of the studies to verify the
optimum design for the original groundwater remedy at ST012 began with a demonstration
conceptual design (DCD) (CDM, 1992). The DCD resulted in a pilot study/demonstration study
(PS/DS), which involved: (1) the design, construction, and operation of groundwater extraction
systems; (2) a monitoring system to assess the groundwater depression caused by the
extraction systems; (3) a treatment system to remove dissolved contaminants from extracted
groundwater; and (4) a reinjection system for discharge of treated groundwater. Concurrent with
and following the PS/DS, activities and studies including LNAPL recovery, groundwater
monitoring, natural attenuation studies, a bioslurping evaluation (vacuum extraction of
LNAPL/groundwater that also promotes biodegradation of petroleum contaminants), and a TEE
pilot test were conducted in support of the original remedy and alternative technologies
potentially applicable to groundwater remediation at ST012.

41 Pilot Study/Demonstration Study

The purpose of the PS/DS was to compare the effectiveness of horizontal and vertical well
recovery of LNAPL and contaminated groundwater. Fieldwork for the PS/DS was completed
between 1992 and 1994. During the PS/DS, which was summarized in a PS/DS report (CDM,
1995), two horizontal and two vertical extraction wells and four injection wells were installed.
The PS/DS included pumping tests of the horizontal and vertical extraction wells, and infiltration
testing of the injection wells. The conclusions of the PS/DS report were as follows:

e« Strong aquifer anisotrophy (aquifer properties that vary with direction) and rising
groundwater rendered horizontal wells ineffective for hydraulic control.

e The contaminated aquifer is a low-yield aquifer.

e Successful groundwater remediation is technically impractical by pump and treatment
methods using the design and methods set forth in the DCD and the OU-2 ROD.

EPA agreed with the conclusions of the PS/DS report, including suspending installation of a full-
scale pump-and treat system, premised on the following: 1) deep vadose zone remedial action
is implemented; 2) an evaluation of natural attenuation in groundwater is conducted; 3)
operation of the LNAPL removal system is continued; and 4) groundwater data indicates that
the plume is not moving off-base and does not appear {0 be migrating at a significant rate (EPA,
1995). ADEQ provided a letter that indicated they had no comments on the report (ADEQ,
1995).

4.2 LNAPL Recovery

LNAPL recovery began in August of 1990 with the installation of a dedicated skimmer pump
recovery system, which was operated until 1996. Over this period, the LNAPL recovery declined
from as much as 80 percent of the fluids removed to almost zero, so a decision was made to
use a portable recovery system. The portable system was operated for 10 months on a monthly
basis. Over the course of the recovery efforts, a total of 10,564 gallons of LNAPL and about
20,000 gallons of contaminated groundwater were removed.
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4.3 Groundwater Monitoring

Following groundwater characterization sampling from August 1989 to October 1991,
groundwater monitoring at ST012 began on a quarterly basis in 1992. Monitoring continued
quarterly through 1993, when it decreased to semiannually through 1996. Monitoring has
continued annually since that date, with additional events added during and following the TEE
pilot test as discussed in Section 4.6, Thermal Enhanced Extraction Pilot Test. The objective of
groundwater monitoring is to quantify and report groundwater conditions and contaminant plume
characterization beneath ST012 and to monitor the plume for potential migration. Groundwater
contaminant analyses are conducted for VOCs, SVOCs, TPH, and metals in order to address
the COPCs identified in the OU-2 ROD.

For each groundwater sampling event, a complete round of water level and LNAPL thickness
measurements from all accessible wells was followed by groundwater sampling in accordance
with the latest version of the groundwater monitoring work plan. Results to date indicate the
presence of a plume of contaminated groundwater (Figure 4-1), indicated primarily by benzene,
with varying amounts of LNAPL present in the core of the plume (URS, 2011a and URS, 2012).

4.4 Groundwater Natural Attenuation Study

A natural attenuation study was initiated in February 1995 to measure compounds that would
indicate ongoing biodegradation. The study was designed with guidance from Air Force Civil
Engineer Center (AFCEC) (AFCEC was formerly known as Air Force Center for Engineering
and the Environment, for consistency the current name is used in this document) and the EPA
Robert S. Kerr Environmental Laboratory in Ada, Oklahoma.

The study was performed in conjunction with annual groundwater monitoring activities and used
field and laboratory analyses to identify evidence of biodegradation byproducts. The objective of
the natural attenuation study at ST012 was to document lines of evidence that point to the
occurrence of natural attenuation and intrinsic remediation: loss of contaminants at the field
scale, geochemical evidence, and bacterial metabolic residues. The samples collected and
analyzed during the February 1985 monitoring activities were intended to document
geochemical evidence and the presence of organic acids; the loss of contaminants was
documented by compilation of historical evidence. Natural attenuation analytes and
measurements were dissolved oxygen (DO), oxidation reduction potential, sulfate, sulfide,
nitrate, ferric iron, carbon dioxide, and methane. BTEX analysis was performed to document
dissolved contamination. Sampling and analysis during the February 1995 groundwater
monitoring event established a baseline for comparison of later sampling data; the sampling is
documented in the groundwater sampling report {IT, 1995b).

Additional sampling and analysis for natural attenuation parameters was performed throughout
the late 1990s and in isolated instances in the 2000s (before and after the TEE pilot), but is no
longer a routine part of the groundwater monitoring program. The latest sampling information is
included in the TEE evaluation report (BEM, 2011).

A 1998 natural attenuation treatability study concluded that the natural attenuation process is
occurring in groundwater at ST012, has limited benzene plume migration, and will ultimately
result in groundwater clean-up (BEM, 1998b). Comparison of upgradient, within-plume, cross-
gradient, and downgradient natural attenuation parameters provides evidence of microbial

DCN 9101110001.8T012.RODA.0005 Page 4-2 Final
Former Williams AFB, Mesa, Arizona September 2013

ED_005025_00005824-00024



Record of Decision Amendment 2
Groundwater, OU-2 — Site ST012

activity. An overlay of natural attenuation parameters and BTEX concentrations shows a strong
correlation between the location of the plume and relatively low values of DO (Figure 4-2),
nitrate (Figure 4-3), and sulfate (Figure 4-4). The location of the BTEX plume correlates with
relatively high values of methane and sulfide, as well. Measurement of bioactivity-derived
carbon dioxide in groundwater is complicated by the presence of carbonate (as alkalinity), which
acts as both a source and a sink for carbon dioxide. Comparison of carbon dioxide values and
ferrous iron values outside of the plume to those within the plume are inconclusive.

Groundwater samples collected for analysis by the EPA Kerr Laboratory were analyzed for
organic acids. The results showed the presence of intermediate microbial respiration
compounds such as benzoic acid and phenylacetic acid, which are solely attributable to the
biodegradation of fuel hydrocarbons. In addition, field testing by Hach™ test kits documented
the presence of sulfate-reducing bacteria, iron-reducing bacteria, and denitrifying bacteria.

Results of further groundwater sampling and analysis for natural attenuation parameters have
continued to provide evidence of the containment and reduction of the dissolved benzene plume
by natural attenuation although some redistribution is observed. A comparison of benzene
values in groundwater over the period of sampling from October 1990 to November 2010
(Figure 4-1) shows a decrease in length of the dissolved benzene plume (as defined by the 5
pg/L boundary), despite groundwater movement at the rate of at least 120 ft/yr. This suggests
that plume migration is influenced by the documented bioactivity.

4.5 Bioslurping Initiative

The AFCEC bioslurper initiative was designed to develop procedures for evaluating the potential
for recovery of LNAPL at petroleum-contaminated sites within the IRP. The objective at ST012,
as at similar sites nationwide, was to evaluate applicability, cost, and performance of bioslurping
as a technology for removal of LNAPL, and to identify site parameters that are reliable
predictors of successful LNAPL recovery and site remediation. A bioslurping study was
performed at ST012 by Battelle in 1996 (Battelle, 1997).

Bioslurper pilot test activities were conducted at monitoring wells N-6 and ST012-MW05. Site
characterization activities, such as baildown testing of LNAPL mobility, were performed first.
Pilot tests for skimmer pumping, bioslurping, and SVE were then conducted, using various
configurations of drop tube diameters, pump types, and pump vacuums. Measurements of
exfracted soil gas composition, LNAPL thickness, and groundwater elevations were collected
throughout the testing.

Bioslurping testing at ST012 demonstrated the ability of liquid-ring pumps to extract liquids from
depths exceeding 200 ft, but LNAPL recovery was low relative to groundwater extraction totals
(Battelle, 1997). Tests on both wells produced similar results, and drop tube diameter was
observed to have little effect on LNAPL recovery. The initiative was, therefore, abandoned.

4.6 Thermal Enhanced Extraction Pilot Test
BEM performed a pilot test between 2004 and 2010 to evaluate the use of TEE as a source

reduction technology for ST012. Three reports document the TEE Pilot Test: the Pilot Test Work
Plan (BEM, 2007); the Construction Completion/Inspection Report (BEM, 2010); and the Pilot
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Test Performance Evaluation Report (BEM, 2011). The summaries presented here are from
these reports. The implementation of the TEE Pilot Test followed the steps in the Table 4-1.

Table 4-1

Lower Saturated Zone (LEZ) (~210-245 ft bgs)
Pre-Test

Steps for the TEE Pilot Test Implementation

Upper Water Bearing Zone (UWBZ) (~160-195 f bgs)

LSZ — Pre-test Soil, Groundwater, and non-
aqueous phase liquid (NAPL) Sampling

UWBZ - Pre-test Soil and Groundwater Sampling

Operation

LSZ-Step
Extraction

1 - Groundwater and NAPL

UWBZ-Step 1 - Groundwater and SVE

LSZ-Step 2 — Pre-treatment Mass Transfer Test

UWBZ-Step 2 — Pre-treatment Mass Transfer Test

LSZ-Step 3 - Steam Injection

UWBZ-Step 3 — Steam Injection

LSZ-Step 4 — Co-Steam/Air Injection

UWBZ-Step 4 — Co-Steam/Air Injection

LSZ-Step 5 - Water Injection

UWBZ-Step 5 ~ Air Injection

Post-Test

LSZ - Post-treatment Mass Transfer Test

UWBZ — Post-treatment Mass Transfer Test

LSZ - Posttest Soil and Groundwater
Sampling, Monitoring, and Evaluation

UWBZ - Post-test Soil and Groundwater
Monitoring, and Evaluation

Sampling,

4.6.1 Thermal Enhanced Extraction Cell Installation

The pilot test cell was located within the eastern portion of ST012 (Figure 4-5). This location
was selected because it was known to contain substantial accumulations of LNAPL in
monitoring wells (from several ft up to nearly 20 ft of thickness) in the saturated zone, thereby
providing a suitable setting for evaluation of the effectiveness of TEE in treating heavily
contaminated areas.

The pilot test was conducted within a single treatment cell having a diameter of 140 ft. The cell
contained a single central injection well pair surrounded by six perimeter extraction well pairs.
The TEE Pilot Test cell contained six monitoring well locations within the cell interior and an
existing overlying vadose zone SVE well nest completed within the cell. The interior monitoring
wells provided groundwater and/or vapor samples along with temperature measurements for
assessing the performance of the pilot test.

Each injection/extraction well pair consisted of a shallow well (total depth approximately 200 ft
bgs) screened across the UWBZ, and a deep well (fotal depth approximately 245 ft bgs)
screened across the LSZ. Each monitoring well location consisted of three wells, with one well
completed within the UWBZ and the other two completed at two depth intervals within the LSZ.
The middle-depth well was screened across the upper portion of the LSZ, and the deep well
was screened across the lower portion of the LSZ just above the aquitard. Thermocouples were
installed within each deep borehole to monitor subsurface temperature changes as the
treatment proceeded.

4.6.2 Results and Conclusions
BEM judged the effectiveness of the TEE Pilot Test based on mass removal as determined by

process samples of extracted fluids and gasses and mass reduction based on comparison of
the pre- and post-test soil and groundwater analytical results. Concentrations of benzene and
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lighter hydrocarbon chain COPCs were reduced in post-test soil samples (BEM, 2011) and
concentrations of all COPCs in groundwater were measurably reduced, with greater reduction
nearer to the injection wells (BEM, 2011).

Extracted fluids and vapors were analyzed for contaminant concentration and the results were
used to generate an estimate of mass removal on a contaminant by contaminant basis. An
estimated total of 4,000 pounds (Ibs) of benzene was removed during the pilot test, primarily in
the dissolved phase; less than 4 percent of the cumulative mass of extracted benzene was
attributed to vapor recovery in the LSZ, and roughly 20 percent was extracted as a vapor in the
UWBZ. The recharge rate of outside groundwater was high enough to condense the steam in
both lithologic units, resulting in the relatively low recovery percentage.

Conversely, of the roughly 118,000 Ibs of petroleum hydrocarbons (PHC) extracted,
approximately 60 percent of the mass extracted from the LSZ was as a vapor, and more than 90
percent of the mass extracted from the UWBZ was extracted as a vapor. Almost half of the
overall mass was attributed to extraction of LNAPL. Volatilized LNAPL in the presence of steam
condenses as it reaches the extraction wells, leaving LNAPL floating on hot water. When
sufficient drawdown was achieved to uncover the top portion of the well screen, soil vapor was
immediately drawn past the LNAPL and quickly volatilized it. The total masses extracted of
other COPCs can be found in Table 4-2.

Table 4-2 Total Masses Extracted of Iindividual Compounds During the TEE Pilot Test

Compound Mass Extracted (Ibs)
Lsz . bwez NAPL

Benzene 2,787 896 294 3,977
Toluene 1,646 815 1,016 3,477
Ethylbenzene 645 410 663 1,718
m&p-Xylenes 933 620 1,100 2,653
o-Xylene 658 500 406 1,564
<=C6 10,434 9,153 5,806 25,393
C7-C8 11,544 14,696 21,090 47,330
C9-C10 1,512 3,370 17,743 22,625
C11-C12 377 507 5,568 6,452
C13-C14 174 23 2,278 2,474
>=C15 227 12 0 239
Total PHC 30,936 31,002 55,064 117,902

Using the extracted volume of groundwater over the duration of the TEE pilot and the
contaminant concentrations monitored before the pilot was installed, an estimate of contaminant
removal in a purely groundwater extraction scenario was compared to the observed extracted
masses over the course of the pilot in order to quantitatively analyze the benefit of TEE. The
results of the comparison are presented in Table 4-3.
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Table 4-3 Estimated Masses Extracted for Groundwater/LNAPL Extraction and
Comparison to TEE
Zone Benzene Toluene Ethylbenzene mép. o PHC
NAPL (bs) (Ibs)
Groundwater/NAPL LsZ 1,340 998 356 572 243 7,281
Extraction Scenario UwBZ 409 416 145 286 115 2,413
(GW) NAPL 0 0 0 0 0 0
Total 1,749 1,414 501 858 358 9,694
TEE Pilot Test Total LsZ 2,787 1,646 645 933 658 30,936
(TEE) UWBZ 896 815 410 620 500 31,002
NAPL 294 1,016 663 1,100 406 55,964
Total 3,977 2477 1,718 2,653 1,564 117,902
Thermal Enhancement LsZ 1,447 648 289 361 415 23,655
over P&T Scenario UwWBZ 487 399 265 334 385 28,589
(=TEE-GW) NAPL 294 1,016 663 1,100 406 55,964
Total 2,228 2,063 1,217 1,795 1,206 108,208
(TEE-GW)/ (GW) 1.27 1.46 243 2.09 3.36 11.16

As shown by the mass removal comparison, BEM concluded that TEE provides an increased
rate of extraction for all of the observed contaminants, ranging from a factor of roughly 1.25
more effective to 11 times more effective.

4.7 ST012 Dispute

In October 2005, EPA and ADEQ invoked formal dispute in accordance with the FFA over
progress in establishing a revised groundwater remedy for ST012 (EPA and ADEQ, 2005). Prior
to the dispute, the AF and regulatory agencies had reached consensus on augmenting the
OU-2 groundwater remedy with the TEE technology. The EPA and ADEQ invoked formal
dispute because, after partial construction of the first phase of a TEE pilot treatment system,
further work was terminated by the AF due to a change in program funding criteria. In February
through May 2006, the AF, EPA and ADEQ exchanged dispute resolution letters in which the
AF agreed to proceed with a TEE pilot test at ST012 (AFRPA, 2006a; EPA and ADEQ, 2006a;
AFRPA, 2006b; EPA and ADEQ, 2006b). As described in Section 4.6, Thermal Enhanced
Extraction Pilot Test, the AF implemented the TEE Pilot Test to evaluate TEE as a component
technology for a revised ST012 groundwater remedy. Based on the results of the TEE Pilot
Test, the AF concluded that potential remedial alternatives, including the TEE technology,
should be evaluated in a ST012 FFS that would lead to this ROD Amendment 2 for a revised
groundwater remedy (AFRPA, 2010). During the interim period while the ST012 FFS and OU-2
ROD Amendment were being completed, the AF continued implementation of the OU-2 ROD
remedy as follows:

e Operated and optimized the deep soil SVE system.

e Continued LNAPL removal activity.

e Restarted and operated the existing groundwater extraction wells — The most functional
of the TEE pilot study extraction wells were operated to extract and treat contaminated
groundwater. Operation of the extraction wells removed benzene mass from the source
area and provided an element of hydraulic containment within the source area.
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¢ Continued groundwater monitoring — Annual groundwater monitoring is ongoing in order
to monitor the ST012 contaminant plume and ensure protectiveness of human health and
the environment.
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5.0 DESCRIPTION OF EXISTING AND REVISED REMEDIES

In response to the determination that the originally selected remedy was impractical and
ineffective, the OU-2 FFS was completed to evaluate additional groundwater alternatives
(AMEC, 2012). The FFS identified and evaluated four groundwater alternatives for OU-2 as
follows:

e Alternative ST012-1 — No Action
¢ Alternative ST012-2 — MNA with LNAPL Removal and Treatment
¢ Alternative ST012-3 — Steam Enhanced Extraction and Enhanced Bioremediation

e Alternative ST012-4 — Enhanced Bioremediation and Ozonation

Based on the FFS evaluation, Alternative ST012-3 was identified in the Amended Proposed
Plan as the preferred alternative and is the revised groundwater Selected Remedy in this ROD
Amendment 2. Alternative ST012-3 is selected because it will achieve Applicable or Relevant
and Appropriate Requirements (ARARSs) in the shortest amount of time and uses the technology
with the most certainty of achieving the predicted results at the site. It is implementable and
poses manageable risks to workers and visitors to the site for the shortest period of time. lt is a
permanent solution that allows unrestricted use of the site in the future, and the technology is
the most suited to the scale and conditions of the site. Alternatives ST012-1 and ST012-2 would
not have achieved ARARs at ST012 for hundreds of years. Alternative ST012-4 was estimated
to require up to 60 years to achieve ARARs and would require additional pilot testing to
demonstrate its effectiveness. In contrast, Alternative ST012-3 has the highest cost of the
alternatives, but is estimated to achieve ARARs in the shortest time (about 20 years) and the
SEE component has been demonstrated as effective at ST012 by the TEE pilot test. Additional
details on the alternatives are available in the FFS (AMEC, 2012) and Amended Proposed Plan
(AF, 2013).

The remainder of this section describes the amended groundwater selected remedy (Alternative
ST012-3: Steam Enhanced Extraction and Enhanced Bioremediation), provides the remedial
action objectives (RAOs) for the site and describes changes to the expected outcome of the
groundwater remedy as a resuit of OU-2 ROD Amendment 2. The original groundwater selected
remedy was described in Section 3.2.6, Existing Groundwater Selected Remedy. Table 5-1
provides a side by side comparison of the existing and revised groundwater remedy
components for treatment, containment or storage, and institutional controls. Key ARARs in
terms of the original and revised groundwater selected remedies are provided in Appendix B.

Table 5-1 OU-2 ST012 Groundwater Remedy Comparison of Existing and Revised
Selected Remedy Components

Component Existing Groundwater Remedy 1992 ROD Roviaed Gratindwater Remedy RO
Amendment 2

Treatment LNAPL and groundwater extraction using | SEE involving steam injection and
Components horizontal or vertical extraction wells. extraction of LNAPL and groundwater
using vertical multi-phase extraction wells.
LNAPL separation in an oil/water separator | Retained. Recovered LNAPL may also be
prior to treatment of the water. LNAPL to be | used as a supplemental fuel to generate
reused by an approved vendor or disposed of | steam for the SEE system.

at an authorized off-site disposal facility.
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Component Existing Groundwater Remedy 1892 ROD Revised Grounawater Remedy ROD
Amendment 2

Extracted groundwater pretreatment, as | Retained.
needed, to remove solids that may potentially
interfere with the treatment for contaminants.

Extracted groundwater pretreatment, as Discharge limits and actual influent
needed, to reduce the concentration of metals | conditions will dictate need for
to action levels identified in the OU-2 ROD. pretreatment_ The Remedial Design/
The detection of certain metals during the Remedial Action Work Plan may include

remedial investigation may have been
erroneous and additional sampling during the
remedial design phase was to confirm or
eliminate the need for this treatment.

optional pre-treatment. Implementation will
be determined during preparation of the
Remedial Design/Remedial Action Work
Plan or actual operations.

Extracted groundwater treatment by twin air | Retained. The design for air stripping units
stripping columns in series to reduce volatile | will be established in the Remedial
contaminant concentrations to action levels | Design/Remedial Action Work Plan and
identified in the OU-2 ROD. Treatment to | may be a different configuration than twin
achieve greater than 99 percent removal of | columns.

volatile contaminants.
Extracted groundwater post-treatment, as Discharge Ilimits and actual influent
needed, to reduce semi-volatile organic conditions will dictate need for post
concentrations to action levels identified in the | reatment (e.g., activated carbon). The
OU-2 ROD. The detection of certain phthalate Remedial Design/ Remedial Action Work
compounds during the remedial investigation
may have been erroneous and additional

Plan may include optional post-treatment.

sampling during the remedial design phase will Implementation will be determined during

confirm or eliminate the need for this preparation ) of ) the Remedial
treatment. Design/Remedial Action Work Plan or

actual operations.

Treated groundwater will either be injected | Treated groundwater will be discharged to
back into the shallow aquifer to assist in | the municipal wastewater treatment plant.
maintaining hydraulic control and to avoid
depletion of the aquifer or will be discharged to
the Base wastewater treatment plant.

Not applicable. After SEE activities conclude, enhanced
bioremediation will reduce remaining
contamination by modifying soil and
groundwater  conditions to  promote
biological activity among bacteria that feed
off of site contamination. The specific
methods for enhanced bioremediation will
be established based on biological and
contaminant  conditions  after SEE
implementation.

Not applicable. Monitored Natural Attenuation (end phase
monitoring as needed for achieving
cleanup levels)

Containment or | Not applicable. Not applicable.

storage components

Institutional Controls Institutional controls will be implemented to | Retained. Institutional controls have been
impose restrictions on installation of new wells | implemented via deed restrictions and an
at the 8T-12 site. Arizona Declaration of Environmental Use

Restriction that limits property uses and
prohibits  groundwater  extraction or
installation of groundwater wells for other
than monitoring or remediation.

ARARs See Appendix B See Appendix B
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51 Description of Revised Remedy: Alternative ST012-3: Steam Enhanced
Extraction and Enhanced Bioremediation

The Selected Remedy for groundwater at ST012 is Alternative ST012-3: Steam Enhanced
Extraction and Enhanced Bioremediation, as described in the QU-2 FFS and the OU-2
Amended Proposed Plan. The specific components of this aliernative were presented in
summary form in Section 1.4, Description of the Revised Selected Remedy, and are fully
described in this section.

Alternative ST012-3 will achieve cleanup levels by combining SEE of groundwater and LNAPL
with enhanced bicremediation of the remaining contaminant plume. Individual processes will be
applied in a sequential approach in the treatment area as follows:

e Existing institutional controls will prohibit extraction/pumping of groundwater or installation
of new wells at the site for purposes other than remediation or monitoring until cleanup
levels are achieved and the existing controls (deed restrictions and Declaration of
Environmental Use Restriction) are removed.

e« Steam will be generated on-site using one or two boilers and provide steam to injection
wells. The fuel source for steam generation will be natural gas, propane, diesel, or
recovered LNAPL. Recovered LNAPL may be used as fuel for the boilers if determined
feasible during the remedial design. Steam injection will heat the treatment area,
increasing the mobility of LNAPL and volatilizing contaminants from the groundwater and
soil. Steam injection wells screened in the three zones (UWBZ, LPZ, LSZ) will be
collocated with temperature monitoring points.

¢ Multi-phase extraction will extract LNAPL, contaminated groundwater, and soil vapor from
the three aquifer zones. Multi-phase extraction wells will be collocated with temperature
monitoring points. Captured LNAPL will be separated and recovered to the extent
feasible to power steam generation. Contaminated groundwater will be treated using on-
site air stripping and, if necessary, granular activated carbon, and treated water will be
discharged to the municipal wastewater treatment plant. Soil vapor will be treated by
thermal oxidation or potentially burned in the steam boiler(s).

e Where it is feasible to do so (i.e., SVE wells that are screened outside the SEE footprint),
the existing deep soil SVE system will continue to operate and collect vapor from
contaminated soil to assist in capture of any additional soil vapor contamination as a
result of steam injection. Enhanced bioremediation will proceed after the cessation of
SEE activities. The criteria to cease SEE activities and proceed with enhanced
bioremediation will be developed jointly by the AF, EPA, and ADEQ as part of the
Remedial Design/Remedial Action Work Plan. Existing site conditions will be enhanced to
promote bioclogical activity among bacteria that feed off of contamination present at the
site. Residual heat in the treatment area following cessation of steam injection is
anticipated to enhance biological activity. Further modifications to enhance biological
activity may include introducing food sources to promote activity, or modifying physical or
chemical characteristics (e.g., dissolved oxygen, pH, temperature) to create an
environment that is more hospitable to bacterial growth. The specific methods for
enhanced bioremediation will be established in consultation with EPA and ADEQ based
on biological and contaminant conditions after SEE implementation.
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e Subsequent to all active remediation processes, monitoring of natural attenuation
processes will proceed. Monitoring will track the progress of contaminant attenuation and
remedy effectiveness until cleanup levels are achieved.

e Throughout the duration of the remedy, groundwater monitoring will be conducted in
accordance with the ST012 Groundwater Monitoring Work Plan which will be updated
and submitted for EPA and ADEQ review and approval as needed. One objective of
monitoring during the injection of steam will be to verify that the dissolved contaminants
and LNAPL are not being driven beyond the extraction system zone of capture by the
injection of steam. Groundwater monitoring reports will evaluate remedy effectiveness
and include recommendations for changes to remedy implementation, the monitoring
network, analytical methods, and sampling methods or frequency. The number of
available wells will decrease during steam injection due to the presence of heated and
pressurized steam in the subsurface.

The TEE pilot study results have already indicated the effectiveness of TEE technologies such
as SEE with respect to site-specific conditions. The revised groundwater remedial action at
ST012 will substantially reduce the mass of JP-4 and AVGAS that impacts groundwater and will
thereby reduce the time required to clean up the groundwater at ST012.

The active components (SEE and Enhanced Bioremediation) of the Selected Remedy for
groundwater will be implemented until the chemical-specific cleanup levels are reached, or
analysis of biclogical and natural attenuation related degradation suggest that contaminants will
naturally degrade to the desired concentration within an overall remedial timeframe of
approximately 20 years. Monitoring of groundwater will continue until attainment of all cleanup
levels has been demonstrated. It is expected that cleanup levels will be attained for portions of
the groundwater contaminant plume area as remedial action progresses and that the area
exceeding cleanup levels will diminish over time. In the absence of alternative mutual
agreement between the AF, EPA and ADEQ, cleanup levels will have been attained when
monitoring results throughout the plume reach concentrations at or below the cleanup levels
and remain below cleanup levels throughout a two year period of continued groundwater
monitoring after cleanup levels were initially achieved. The AF, EPA and ADEQ may agree to
termination of monitoring at specific locations or for the overall plume area based on a shorter
duration or other criteria upon mutual agreement. No institutional or engineering controls will be
required after the remedy has achieved RAOs.

5.1.1 Compliance and In-Process Measurement

Influent and effluent sampling will be conducted routinely during the operation of SEE.
Groundwater monitoring outside of the active steam zone will occur during SEE and throughout
the ST012 site during enhanced bioremediation treatment to evaluate the effectiveness of the
remedy and determine cleanup progress. The details of this compliance and in-process
measurement program, including methods to compare monitoring data over time to evaluate
remedial progress, will be specified in the OU-2 Remedial Design/Remedial Action Work Plan.
The Work Plan will be updated for the transition from SEE to Enhanced Bioremediation. The
ST012 Groundwater Monitoring Work Plan will be updated in coordination with EPA and ADEQ
review and approval as needed throughout the remedial timeframe. The OU-2 O&M Manual will
describe operations, maintenance, monitoring and procedures for the remedial systems.
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5.1.2 Cost

The total present worth of Alternative ST012-3 is $20.8 million. Appendix C presents a cost
summary table and estimate for Alternative ST012-3, the ROD Amendment 2 revised
groundwater selected remedy. The cost is an order-of-magnitude engineering estimate that is
expected to be within +50 to -30 percent of the actual project cost. The information in the cost
estimate summary table is based on the best available information regarding the anticipated
scope of the remedy. Changes in the cost elements are likely to occur as a result of new
information and data collected during the engineering design of the remedy. Major changes may
be documented in the form of a memorandum in the Administrative Record file, an ESD, or a
ROD amendment.

5.2 Remedial Action Objectives

The RAOs for groundwater at OU-2 were not specifically described in the OU-2 ROD and are as
follows:

e 1o prevent exposure to contaminants in water exceeding drinking water standards,

e to prevent exposure to contaminants in water at concentrations exceeding 1x10° to 10*
Incremental Lifetime Cancer Risk (ILCR) or a Hazard Index (HI) greater than 1 when a
drinking water standard is not established, and

e to restore the aquifer to drinking water and aquifer water quality standards.

The purpose of the first two RAOs is to prevent exposures to contaminants that pose a potential
human health risk. Chemical-specific health-based ARARSs, where available, were selected over
calculated risk-based actions levels. The objective of these two RAOs is currently met by
existing institutional conirols that limit the site to non-residential use and prevent future
exposure to groundwater by restricting the extraction of groundwater and installation of wells at
the site except for investigation and remediation purposes. The purpose of the third RAO is to
restore groundwater to concentrations that comply with applicable chemical-specific ARARs.
Because these ARARs are based on protection of human health, restoration to these
concentrations will address the risks identified in the baseline human health risk assessment.

The identification of groundwater cleanup levels based on the groundwater RAOs is
documented in Table B-2 of Appendix B and summarized in Table 5-2. These cleanup levels
were identified in the OU-2 ROD and have been updated based on current standards as
presented in Table B-2. The OU-2 ROD identifies only COPCs. Based on the November 2012
groundwater sampling event (AMEC, 2013c), benzene, toluene, naphthalene, chromium, and
nickel were detected above the OU-2 ROD action levels. Chromium and nickel have been
associated with well construction materials. The only compounds related to site contamination
that exceed the QU-2 ROD Amendment 2 cleanup levels are benzene, toluene, and
naphthalene. Therefore, benzene, toluene, and naphthalene have been identified as COCs. The
remaining ST012 compounds identified for groundwater in the OU-2 ROD remain as COPCs as
presented in the OU-2 ROD.
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Table 5-2

Groundwater and Associated Action or Cleanup Level

ol2.ROD
Action

Contaminant

Level
mall

Basis of Action
Level

Ou.2 ROD
Amendment 2
Cleanup Level

Basis of Cleanup

Level

List of Contaminants of Concern and Contaminants of Potential Concern in

Contaminant of Concern
Benzene 0.005 Federal MCL 0.005 Federal MCL
Toluene 1.0 Federal MCL 1.0 Federal MCL
Naphthalene 0.028 Arizona HBGL 0.028 Arizona HBGL
Contaminant of Potential Concern
Bis(2-exylhexyl)phthalate 0.006 Federal MCL, 0.006 Federal MCL
Effective January
1994
1,2-Dichloroethane 0.005 Federal MCL 0.005 Federal MCL
Ethylbenzene 0.7 Federal MCL 0.7 Federal MCL
Methylene chioride 0.005 Federal MCL, 0.005 Federal MCL
Effective January
1994
2-Methylnaphthalene N/A No EPA approved 0.027 EPA Regional
toxicity information Screening Level for
available. tap water
2-Methylphenol 0.87 AF risk-based 0.72 EPA Regional
allowable Screening Level for
concentration tap water
4-Methylphenol 0.87 AF risk-based 1.4 EPA Regional
allowable Screening Level for
concentration tap water
Phenol 4.2 Arizona HBGL 4.2 Arizona HBGL
Tetrachloroethene 0.005 Federal MCL 0.005 Federal MCL
Trichlorofluoromethane 2.1 Arizona HBGL 1.1 EPA Regional
Screening Level for
tap water
Xylenes 10 Federal MCL 10.0 Federal MCL
Antimony 0.006 Federal MCL, 0.006 Federal MCL
Effective January
1994
Chromium Il 0.1 Federal MCL 0.1 Federal MCL
Chromium VI 0.1 Federal MCL 0.1 Federal MCL
Copper 1.3 EPA OSWER 1.3 Federal MCL
June 24, 1990
Lead 0.015 EPA OSWER 0.015 Federal MCL
June 24, 1990
Nickel 0.1 Federal MCL, 0.1 AZ Aquifer Water
Effective January Quality Standard
1994
Silver 0.05 Federal MCL 0.1 Federal MCL
Zinc 14 Arizona HBGL 1.4 Arizona HBGL
AZ - Arizona
ADEQ - Arizona Department of Environmental Quality
HBGL — health-based guidance level
MCL - Maximum Containment Level
MCLG - Maximum Containment Level Goal
OSWER - Office of Solid Waste and Emergency Response
mg/L - milligrams per liter
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5.3 Expected Outcome

As for the original remedy, the expected ouicome of the revised groundwater remedy is that
concentrations of residual LNAPL in saturated soil and dissolved contaminants in groundwater
will be reduced to levels that will no longer result in contaminant concentrations in groundwater
exceeding cleanup levels. The revised groundwater remedy will achieve groundwater cleanup
levels in an estimated 20 years. The cleanup levels presented in Appendix B have changed
since the issuance of the OU-2 ROD, but are still based on federal and state water quality
standards or risk-based screening levels. Table 5-2 compares the OU-2 ROD action levels to
the OU-2 ROD Amendment 2 cleanup levels. No further changes are anticipated as a result of
ROD Amendment 2.
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6.0 EVALUATION OF EXISTING AND REVISED REMEDIES

This section provides an evaluation of the nine CERCLA criteria to compare Alternative C, the
original selected remedy (described in Section 3.2.6, Existing Groundwater Selected Remedy,
and the 1992 ROD [IT, 1992d]), and Alternative ST012-3, the revised selected remedy
(described in Section 5.1, Description of Revised Remedy, and the OU-2 FFS [AMEC, 2012]).

6.1 Overall Protection of Human Health and the Environment

Alternative ST012-3 will be protective of human health and the environment because there is no
current use of groundwater at ST012 and institutional controls will prevent future use of
groundwater until cleanup levels are achieved. This cleanup will successfully remediate OU-2
groundwater. Groundwater monitoring and five-year reviews will evaluate the behavior of the
contaminant plume, the progress of the dissolved contaminant biological attenuation, the
effectiveness of the remedy, and confirm that the remedy remains protective until cleanup levels
are achieved.

Alternative C, the original selected remedy, is not protective of human health and the
environment. Pre-design studies to evaluate the effectiveness of groundwater extraction at
ST012 indicated that groundwater extraction was an inefficient technology for removing
contaminant mass and the original selected remedy was abandoned. Although institutional
controls would prevent exposure to contaminated media, Alternative C, the original selected
remedy, requires that the controls remain in place to provide long-term protection of human
health and the environment until contaminant concentrations drop below cleanup levels (a
process estimated to take between 300 and 700 years [HGL, 2005]).

6.2 Compliance with Applicable or Relevant and Appropriate Requirements

Alternative ST012-3 will be designed and implemented to meet all applicable ARARs (see
Appendix B).

Alternative C, the original selected remedy, would only comply with location-specific and action-
specific ARARs as well as chemical-specific ARARs (see Appendix B) after sufficient treatment
time has elapsed, although the necessary treatment time is anticipated to be hundreds of years
longer than the treatment time of Alternative ST012-3.

6.3 Long-Term Effectiveness and Permanence

Residual risk from Alternative ST012-3 is related to the time to achieve cleanup, which would be
shortened by source removal. It is estimated that Alternative ST012-3 would achieve
groundwater cleanup levels in approximately 20 years including the Remedial Design/Remedial
Action Work Plan, remedial system construction, remedial action maintenance O&M, and
remedy completion (See Appendix D of the OU-2 FFS [AMEC, 2012]). The TEE Pilot Test
demonstrated that SEE is an effective remedial technology at ST012. Based on the completed
remedy achieving RAOs, institutional controls would no longer be necessary.

Alternative C, the original selected remedy, does not effectively remove LNAPL and dissolved
groundwater contamination so long-term effectiveness and permanence is questionable.
Institutional controls would provide for protection of human health but the controls would
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effectively be in place on a permanent basis, thereby requiring long-term management and
potential enforcement.

Both ST012-3 and Alternative C, the original selected remedy, represent permanent remedies
once cleanup is achieved.

6.4 Reduction of Toxicity, Mobility, or Volume through Treatment

Both alternatives satisfy the CERCLA preference for reduction of toxicity, mobility, or volume
through treatment. Alternative ST012-3 will satisfy this preference through direct removal and
destruction of mobilized LLNAPL and dissolved contamination, and the processes of enhanced
and natural biodegradation. Alternative C, the original selected remedy, would satisfy this
preference to a limited degree through groundwater extraction and treatment, and subsequent
desorption of contaminants from soil into groundwater. However, Alternative C, the original
selected remedy, is not an efficient approach for the site and is less effective than Alternative
ST012-3.

6.5 Short-Term Effectiveness

Both Alternative ST012-3 and Alternative C, the original selected remedy, use institutional
controls and safety procedures to protect the community and environment from short-term risks.
These controls and procedures prevent exposure to contaminants via existing exposure
pathways and new exposure pathways created by remedial actions. Long-term management
and monitoring of Alternative C, the original selected remedy, would require operation of the
groundwater extraction and treatment system for at least 100 vyears, and groundwater
monitoring and institutional controls would be necessary to prevent use of groundwater in the
area prior to achieving cleanup levels. Alternative ST012-3 has a shorter time frame until
cleanup levels are achieved (about 20 years) than Alternative C, the original selected remedy
(hundreds of years).

Risks to the community and the environment during the completion of Alternative ST012-3 are
primarily related to the steam injection activities. Steam injection activities would occur for
approximately two years; the remainder of the 20-year cleanup time frame would involve
enhanced biodegradation activities and MNA. Risk to site workers performing steam injection
would be minimized by proper procedures and training. Risks to site workers and the public
associated with the unintended surfacing of injected steam would be addressed by
abandonment of unused wells and potential conduits, temporary street closures, site fencing,
and safety buffer zones. Steam injection will initially be progressively implemented to ensure
site and perimeter safety. Trained site workers will monitor steam injection and the design will
incorporate access restrictions within 100 ft of the steam treatment zone. Risks to the
community and environment will be minimal after steam injection activities conclude and
enhanced biodegradation and MNA activities begin.

Alternative ST012-3 and Alternative C, the original selected remedy, pose risks to workers due
to boring in contaminated soil and a minor potential risk during operation due to temporary
volatile emissions if the vapor treatment system malfunctions. The alternatives could also pose
risks due to the potential temporary release of volatiles if the thermal oxidizer or the vapor-
phase carbon adsorption system on the air stripper exhaust malfunctioned, and due to potential
fire or explosion related to storage and handling of recovered hydrocarbons or fuel for the
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thermal oxidizer. These risks are manageable but would continue to exist as long as the system
was in operation, which for Alternative C is an estimated duration of hundreds of years.

6.6 Implementability

The TEE Pilot Test has proven that the SEE technology is effective at ST012 despite the low-
yield nature of contaminated soil demonstrated during the PS/DS. The technology, skills, and
material to implement Alternative ST012-3 are readily available; however, the safeguards
required for steam and the proximity of several streets would make implementation more
complex than Alternative C, the original selected remedy.

Implementability of Alternative C, the original selected remedy, has proven to be difficult and
ineffective. The technical feasibility of installing a groundwater extraction well network and
treatment system is moderate because there are no known site or waste characteristics that
represent significant installation problems; however, pre-design studies of the effectiveness of
groundwater extraction revealed that soil anisotropy and low aquifer transmissivity, among other
conditions, make it difficult to design a groundwater exiraction system capable of capturing
sufficient groundwater over the entirety of the treatment area to constitute an efficient treatment
system. The conclusions of the studies are presented in the “Pilot Study/Demonstration Study
Report” (CDM, 1995).

6.7 Cost

Costs associated with Alternative ST012-3 relate to groundwater monitoring and reporting,
remedial design, system installation, O&M of the steam injection system, LNAPL and
contaminated groundwater treatment/disposal, enhanced biodegradation, MNA, and five-year
reviews. The initial capital cost for Alternative ST012-3 is estimated to be $19.1 million. O&M of
the SEE treatment has been included in the capital cost due to its relatively short duration. The
non-discounted cost for 20 years of O&M including groundwater monitoring and five-year
reviews is $1.96 million, with a present value of $1.65 million. This includes 15 years of
monitoring after SEE. A more detailed cost summary for Alternative ST012-3 is presented in
Appendix C. The total present worth of Alternative ST012-3 is $20.8 million.

The initial Alternative C, original selected remedy, cost estimate was between $7.9 and $21.1
million dollars. The range of costs is due to the variations in cost for vertical and horizontal
extraction wells and the cost for thermal oxidization and vapor-phase carbon adsorption. An
updated cost estimate was not prepared due to the ineffectiveness of the technology as a
remedy at the site.

6.8 Support Agency Acceptance

EPA Region IX and ADEQ have been involved in the technical review of the QU-2 FFS and the
development of the Amended Proposed Plan and ROD Amendment 2. The EPA and the ADEQ
supported Alternative ST012-3 as the preferred alternative presented in the Amended Proposed
Plan. EPA and ADEQ agreed that Alternative C, the original selected remedy, was ineffective
for the ST012 and that a different technology should be pursued. This agreement was based on
discussions after review of the PS/DS report.
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6.9 Community Acceptance

Mailings, a public notice, a public comment period and a public meeting occurred in April 2013
(see Section 9.0) to solicit input on the preferred alternative, Alternative ST012-3 from the FFS.
No oral or written public comments, in favor or against the preferred alternative, were received
during the public meeting or comment period. Therefore, the community acceptance of the
amended remedy presented in this ROD Amendment 2 is inferred.

Community reaction to Alternative C, the original selected remedy, was positive. During the
public comment period, several comment letters were received. The comments, along with
questions raised during the public meeting, primarily addressed cleanup extent and methods.
The community seemed most concerned about:

o The use of bioremediation to remediate the soils.

e Limiting soil cleanup to 25 ft.

e The selection or elimination of certain technologies or processes.

e The extraction process to be employed for groundwater removal from the aquifer.

e The role that the public will play in the remedial action process.
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7.0 SUPPORT AGENCY COMMENTS

EPA and ADEQ have reviewed this ROD Amendment 2 and provided comments on the draft
and draft final versions of this document. Their comments and the AF responses are
documented in Appendix D.
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8.0 STATUTORY DETERMINATIONS

Under section 121 of CERCLA, and the NCP, the lead agency must select remedies that are
protective of human health and the environment, comply with ARARs (unless a statutory waiver
is justified), are cost-effective, and utilize permanent solutions and alternative treatment
technologies or resource recovery technologies to the maximum extent practicable. In addition,
CERCLA includes a preference for remedies that employ treatment that permanently and
significantly reduces the volume, toxicity, or mobility of hazardous wastes as a principal element
and a bias against off-site disposal of untreated wastes. The following sections discuss how the
Selected Remedy meets these statutory requirements for Site ST012.

8.1 Protection of Human Health and the Environment

The Selected Remedy is protective of human health and the environment because the existing
institutional controls will remain in place to prevent exposure to contaminated groundwater until
cleanup levels are met, LNAPL source materials will be reduced through enhanced mobilization
and recovery, and dissolved phase contamination will be treated to the ARAR and risk-based
cleanup levels identified in Appendix B. Achievement of these cleanup levels is anticipated to
result in an ILCR within or below the risk management range of 10° to 10* and an HI of less
than 1. There is no current exposure to contaminants and institutional controls will control future
exposure until cleanup levels are achieved. Groundwater monitoring will evaluate the behavior
of the contaminant plume and the progress of the dissolved contaminant biological attenuation.
Groundwater monitoring reports will evaluate remedy effectiveness and include
recommendations for changes to remedy implementation, the monitoring network, analytical
methods, and sampling methods or frequency. Five-year reviews will ensure the Selected
Remedy is and will continue to be protective of human health and the environment.

The upper 25 ft of the site have been successfully remediated in accordance with the OU-2
ROD (IT, 1992d), eliminating the primary exposure pathway for soil. The only remaining
pathway for exposure to contaminated soil is through cuttings generated during well installation.
This exposure pathway can also be eliminated by proper work and waste disposal practices.

8.2 Compliance with Applicable or Relevant and Appropriate Requirements

The Selected Remedy will comply with chemical-, location-, and action-specific ARARs, which
are presented in more detail in Appendix B.

8.2.1 Chemical-Specific ARARs

Chemical-specific ARARs are presented in Table B-1 of Appendix B and cleanup levels are
presented in Table B-2. Applicable guidance on allowable contaminant concentrations are
drawn largely from the federal MCLs. For contaminants that are not regulated by the federal
MCLs, Arizona Aquifer Water Quality Standards, Arizona Health-Based Guidance Levels, and
EPA risk-based Regional Screening Level concentrations were consulted to establish an
updated cleanup level. For consistency with CERCLA guidance, the basis of the cleanup levels
presented in the FFS was changed in this ROD Amendment 2 to cite the federal MCL rather
than the state standard where the state standard is numerically equivalent to the federal MCL.
In addition, cleanup levels presented in the FFS based on the AF risk assessment were updated
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to use the EPA risk-based Regional Screening Levels to incorporate updates in toxicity values
that have occurred since the OU-2 risk assessment.

The Selected Remedy will comply with chemical specific ARARs through removal of LNAPL,
SEE and treatment, enhanced bioremediation, and MNA.

8.2.2 Location-Specific ARARs

Location-specific ARARs are presented in Table B-3 of Appendix B.

Location-specific ARARs will be addressed by complying with the Programmatic Agreement
(AF, 1995) for Base Realignment and Closure Act at Williams AFB, as needed, to avoid
irreparable harm, loss or destruction of discovered significant artifacts and to preserve or
provide respectful disposition of Native American human remains.

8.2.3 Action-Specific ARARs

Action-specific ARARs are presented in Table B-4 of Appendix B.

Action-specific ARARs will be complied with during installation of wells or activities generating
investigation-derived waste (IDW) (e.g., groundwater sampling) through proper management
and characterization of IDW. Dust control measures will be implemented during well
construction. Air and water discharges will comply with applicable permits or permit equivalents.

8.3 Cost Effectiveness

The present worth cost of Selected Remedy is estimated to be $20.8 million. The Selected
Remedy is cost-effective and represents a reasonable value for the cost. In making this
determination, the following definition was used: “A remedy shall be cost-effective if its costs are
proportional to its overall effectiveness.” (NCP §300.430(f)(1)(ii)(D)). Although the range of costs
for the original groundwater remedy is less than the range of costs for the Selected Remedy, the
infeasibility of the original remedy and the Selected Remedy’s ability to satisfy applicable criteria
make the Selected Remedy the more cost-effective alternative.

8.4  Utilization of Permanent Solution and Alternative Treatment Technologies
(or Resource Recovery Technologies) to the Maximum Extent Practical

The Selected Remedy represents the maximum extent to which permanent solutions and
treatment technologies can be utilized in a practical manner at the site. It is considered to
provide the best balance of trade-offs with respect to the balancing criteria set out in the NCP
(40 CFR 300.430(f)(1)i)(B)), i.e., (1) long-term effectiveness and permanence, (2) reduction of
toxicity, mobility, or volume through treatment, (3) short-term effectiveness, (4) implementability,
and (5) cost. The proposed remediation provides effective source removal and groundwater
treatment at the site without being too disruptive to surrounding roads and properties. In
comparison to the original remedy, the revised groundwater Selected Remedy provides a
reduction in time frame from hundreds of years to decades to achieve a permanent solution.
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8.5 Preference for Treatment as a Principal Element

The Selected Remedy satisfies the statutory preference for treatment as a principal element of
the remedy by incorporating SEE of contamination, destruction of recoverable LNAPL, and
groundwater treatment. The Selected Remedy satisfies the regulatory requirements set forth in
Section 121 of CERCLA.

8.6 Five Year Reviews

Because this remedy will result in hazardous substances, pollutants, or contaminants remaining
on-site for more than five years until cleanup levels have been achieved that allow for unlimited
use and unrestricted exposure, a statutory review will be conducted within five years after
initiation of remedial action and every five years thereafter until cleanup levels are achieved to
ensure that the remedy is, or will be, protective of human health and the environment.
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9.0 PUBLIC PARTICIPATION COMPLIANCE

The Amended Proposed Plan and the associated Administrative Record file for OU-2
groundwater at the former Williams AFB, in Mesa, Arizona, was made available to the public in
April 2013. The notice of the availability was published in the East Valley Tribune and Mesa
Independent on April 10, 2013. A public comment period was held from April 10, 2013, to May
9, 2013. In addition, a public meeting was held on April 18, 2013 on the former Williams AFB to
present the Amended Proposed Plan. At this meeting, the AF answered questions about
problems at the site and the remedial alternatives. The AF also used this meeting to solicit a
cross-section of community input on the OU-2 revised groundwater preferred alternative. . The
AF received no comments during the public comment period so no transcript or responsiveness
summary was necessary.

Upon completion of authorizing signatures for the OU-2 ROD Amendment 2, a notice of the
amendment’'s availability will be published in the East Valley Tribune and Mesa Independent
newspapers. An administrative record that contains the documents relating to investigation and
cleanup activities performed at or proposed for former Williams AFB is available for public
inspection online. The completed OU-2 ROD Amendment 2 will be available in the
administrative record prior to commencement of revised groundwater remedial action. The
administrative record can be accessed by the public at all hours at the following URL:
https:/fafrpaar.lackland.af. mil/ar/. In addition, an information repository is available in the
Government Documents Section at the Arizona State University Library, 300 East Orange Mall,
Tempe, Arizona, 85287.

The activities described above meet the public participation requirements in CERCLA §§113(k)
and 117(c) (42 U.S. Code §§ 9613(k) and 9617(c)) and of the NCP (40 CFR § 300.435(c)(2)(ii})
during the remedy selection process.
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CHEMICALS IDENTIFIED IN GROUNDWATER MONITORING WELLS AT OU-2
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APPENDIX A-1

TABLE A-1: CHEMICALS IDENTIFIED IN GROUNDWATER MONITORING WELLS AT OU-2
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Table A-1 Chemicals Identified in Groundwater Monitoring Wells at OU-2
IT Investigations
Constituent Frequency Range of Frequency Range of Freguency | Range of Detected Monitoring Average
of Detected af Detected of Concentrations Well Lacation Concentration’
Detection' | Concentrations | Detection' | Concentrations | Detection {mg/L) of Highest {myil}
{myll) {mgll) Concentration
Organics
Acetone 1/69 0.033 --° -0 -0 -0 -0 -0
Benzene 104/133 0.0006-24.0 5/9 0.0014-12.0 15/28 0.000133F-8.69 S$T012-RB-2C 1.3
Bis(2- 8/76 0.002-0.028 -0 -0 1/28 0.00412F ST012-C05 0.004
ethylhexyl)phthalate
Bis(2-chloroethyl)ether 1/76 0.140 -.C -0 -0 -2 -2 -2
Chlorobenzene --° -0 1/9 0.0006 -0 -0 -2 -0
Dibenzofuran 1/76 0.300 -° -0 -3 - - -
1,4-Dichlorobenzene -8 -8 1/9 0.0036 -2 -3 -9 -3
1,2-Dichloroethane 3/77 0.0008-0.016 -0 -0 1/28 0.000263F $T012-W38 0.0003
2,4-Dimethylphenol 4/76 0.002-0.015 -0 -0 -0 -0 - -0
Ethyl Benzene 55/133 0.0005-3.5 4/9 0.0011-2.8 11/28 0.000374F-1.04 ST012-W13 0.4
Methylene Chloride 3/77 0.260-0.282 -0 -0 -2 -0 -2 -0
2-Methylnaphthalene 10/76 0.006-10.0 -0 -0 6/28 0.006B-0.030 ST012-W13 0.02
2-Methylphenol 6/76 0.002-0.14 -° -° -0 -0 -0 -0
4-Methylphenol 4/78 0.006-0.073 -0 -0 1/28 0.00301F $T012-RB-2C 0.003
Naphthalene 15/77 0.004-7.2 - - 9/28 0.000367F-0.103 $T012-W13 0.4
2-Nitrophenol 1/76 0.017 -8 -8 -2 -0 -0 -0
4-Nitrophenol 2/76 0.008-0.018 -0 -0 -2 -0 -2 -0
Phenol 13/76 0.011-0.18 -0 -0 5/28 0.00281-0.017 $T012-RB-1A 0.008
Tetrachloroethene 3/70 0.005-0.0012 -0 -0 4/28 0.000257F- $T012-U38 0.0005
0.000574F
Toluene 24/133 0.086-24.0 4/9 0.048-21.0 8/28 0.000379F-5.02 ST012-RB-2C 0.8
1,1,1-Trichloroethane 1/77 0.0008 L -0 -3 -7 -2 -7
Trichlorofluoromethane 477 0.0007-0.0022 -8 -8 -0 -3 -0 -3
Xylenes (total) 78/133 0.0006-9.8 4/9 0.016-5.9 11/28 0.000938F-1.646" ST012-W37 0.5
Total Petroleum Hydrocarbons
TPH [ 711175 | 0.6-80,000.0 | --° | --O | 12728 0.0525F-31.0° | ST012-RB-2C 9.0
Metals

Antimony 5/75 0.012-0.433 -0 --° 1/28 0.000559F ST012-W12 0.0006
Arsenic 4/75 0.0013-0.0015 -0 -0 -0 -0 -0 -0
Beryllium 175 0.0085 -° -° - -0 -0 -0
Cadmium 3/75 0.018-0.030 -0 = -0 -° -° -°
Chromium 21/75 0.0042-54.5 -° -0 11/28 0.00132F-0.41 ST012-W26 0.05
Copper 14/75 0.0085-0.5 -0 -° 5/28 0.00159F-0.011 ST012-W26 0.004
Lead 17/75 0.0011-0.079 6/10 0.004-0.017 3/28 0.000526F-0.00063F ST012-W26 0.0006
Mercury 6/76 0.00012-0.17° -0 -0 -0 -0 -0 -0
DCN 9101110001.8ST012.RODA.0005 Page A1 Final
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From QU2 ROD. Table 4.4 November 2011 Groundwater Monitoring

IT Investi
Constituent Fregquency Range of Frequency Range of Freguency | Range of Detected Manitoring Average
of Detected of Detected of Concentrations Well Location Concentration’
Detection' | Concentrations | Detection' | Concentrations | Detection {mgll) of Highest {mgiL)
) Cancentration

Nickel 20/75 0.010-4.99 - - 25/28 0.00375F-0.416 ST012-W29 0.04
Selenium 5/76 0.02-0.04 -0 -0 -0 -0 -0 -0
Silver 7/75 0.0029-0.111 -0 -0 -0 -2 -2 -2
Uranium -8 -8 4/10 0.002-0.005 -2 -2 -0 -2
Zinc 50/75 0.0059-3.969 -8 -8 6/28 0.0131F-0.0308 ST012-U13 0.02
Notes:

'If the concentration of the detected chemical is less than ten {for common laboratory contaminants) or five times the concentration found in any blank, the chemical
was not considered a detection.

2I\/Iercury was also detected in an associated blank for this sample. The highest concentration detected in a sample without blank contamination was 0.0018 mg/L.
®Results listed are the sum of gasoline range organics (GRO) and diesel range organics (DRO). If GRO or DRO was not detected, the sum was calculated using a
value of zero.

‘Results listed are the sum of analytical results for meta- and para-xylenes plus analytical results for ortho-xylene. If either xylene analysis was reported as not
detected, the sum was calculated using a value of zero.

5Analyte is not part of the routine annual groundwater monitoring program based on recommendations from past monitoring events, generally due to limit detections
or associated risk.

6Analyte was not evaluated as part of investigation.

"Source: IT, 1992d.

®Source: URS, 2012a

9Average concentrations from the November 2011 sampling event include detected concentrations only.

B - Sample concentration is similar to that found in an associated blank.

F - The analyte was positively identified, but the associated concentration is an estimation above the detection limit and below the reporting limit.
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APPENDIX A-2

HISTORICAL ANALYTICAL SUMMARY TABLES
TABLES 3-7 THROUGH 3-10 OF THE ST012 ANNUAL GROUNDWATER MONITORING
REPORT (URS, APRIL 2012)
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Table 3-7. Site ST012 Historical TPH Analytical Summary

Analyte TPH-GRO TPH-DRO ®
{Units) {mg/L) {mg/L)
OU-2 ROD Action Level @ - -
Result Resuit
Well ID Sample Date {mg/L) {mg/L)
Jan-09 <0.0450 U <0278 U
Nov-09 0.123 <0.250 U
STO12-C01 Nov-10 0.0940 FB <0.0200 U
Nov-11 <0.0450 UML <0.269U
Jan-09 1.11 13.7
Nov-09 0.825 8.74 MH
ST012-C02 Nov-10 0.613 JH 9.02 JL
Nov-11 6.234 12.2
Jan-09 <0.0450 U <0278 U
Nov-09 0.182 <0.269 U
STO12-C03 Nov-10 0.0920 FB <0.0200 U
Nov-11 <0.0450 UML <0.250 U
Jan-09 <0.0450 U <0.265 U
Nov-09 0.0634 F <0.0200 U
STO12-C04 Nov-10 0.0800 FB <0.0200 U
Nov-11 <0.0450 U <0269 U
Jan-09 <0.0450 U <0255 U
Nov-09 <0.0450 U <0250 U
ST012-C05 Nov-10 0.124 FB 0.0509 F
Nov-11 <0.0450 UML <0.272U
Tul-06 0.0110 FB <0.030 U
. Jan-08 <0.00490 U <0.0330 U
ST012-N01© Tan 09 NS NS
Nov-09 NS NS
Jan-08 0.00640 FB <0.0330 U
ST012-NG2© Jan-09 NS NS
Nov-09 NS NS
Jan-08 1.20 6.60
ST012-N¢3© Jan-09 1.54 4.68
Nov-09 <0.0450 U <0.250 U
TJul-06 0.00860 FB <0.030 U
. Jan-08 0.00780 FB <0.0330 U
ST012-N04®© Tan 00 NS NS
Nov-09 NS NS
Jul-06 2.50 12.0
. Jan-08 110 JH 11.0
ST012-Nos® Jan-09 0.626 6.99
Nov-09 <0.0450 U <0.250 U
Jan-08 15.0 11.0
Jan-09 135 14.0
ST012-N06 Nov-09 8.80 50.7 MH
Nov-10 NS NS
Nov-11 NS NS
Jul-06 0.0110 FB <0.030 U
. Jan-08 0.00820 FB <0.0330U
ST012-N08® Jan-09 <0.0450 U <0.255U
Nov-09 <0.0450 U <0.250 U
. Jul-06 0.0140 FB -
ST012-N09® Jan-08 <0.00490 U <0.0340 U
ST012 Annual Groundwater Monitoring Report Page 3-24 Draft
Former Williams AFB, Mesa, Arizona April 2012
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Table 3-7. Site ST012 Historical TPH Analytical Summary (Continued)

Analyte TPH-GRO TPH-DRO ®
{Units) (mg/L) {mg/L)
OU-2 ROD Action Level ® - -
Result Result
Well ID Sample Date (mgiL) {mg/L)
ST012-N09® Jan-09 <0.0450 U <0.270U
(Continued) Nov-09 <0.250 U <0.250 U
Jul-06 0.0220 FB <0.030 U
_ (@)
ST012-N10 Tan 08 NS NS
Jan-08 5.00 17.0
ST012-N119 Jan-09 4.00 20.4
Nov-09 1.89 11.0 MH
Jul-06 0.0120 B <0.030 U
N19© Jan-08 0.0280 FB <0.0330U
STO12-N12 Jan-09 <0.0450 U <0.275U
Nov-09 <0.0450 U <0.250 U
Jan-08 13.0 18.0
Tan-09 15.5 38.3
ST012-N13 Nov-09 122 20.8 MH
Nov-10 NS NS
Nov-11 NS NS
Jan-08 0.00950 FB <0.0360 U
ST012-N14© Jan-09 <0.0450 U <0.255U
Nov-09 .0973 FIH <0.255U
Jul-06 1.60 6.80
R © Jan-08 1.20 8.40
STO12-N15 Jan-09 1.45 123
Nov-09 1.52 12.3 MH
Nov-10 522 12.3
STO12-RB-1A Nov-11 1.76 B 2.51
Nov-10 124 JH 24.8
ST012-RB-2A Nov-11 0.673 9.56
Nov-10 34.7 5.05 JL
STO12-RB-2C Nov-11 27.3 3.66
Nov-10 0.0810 FB 0.112
STO12-RB-3A Nov-11 <0.0450 UML <0.266 U
Nov-10 0.133 FB 522
ST012-U02 Nov-11 0.758 ML 15.6
Nov-10 0.0900 FB <0.0200 U
STo12-Ull Nov-11 <0.0450 U <0.255U
Nov-10 0.139 FB <0.0200 U
ST012-U12 Nov-11 <0.0450 UML <0250 U
Nov-10 0.266 B 0.0838
STO12-U13 Nov-11 <0.0450 U <0250 U
Nov-10 0.0820 FB 0.315
ST012-U36 Nov-11 <0.0450 U <0.260 U
Nov-10 0.0630 FB 0.128
ST012-U37 Nov-11 <0.0450 U <0.255U
Nov-10 0.0930 FB 0.0495F
STO12-U38 Nov-11 <0.0450 UML <0250 U
Jan-08 45.0 2.10
TJan-09 38.0 3.38
ST012-W05 Nov-09 23.3 2.41 MH
Nov-10 NS NS
Nov-11 NS NS
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Table 3-7. Site ST012 Historical TPH Analytical Summary (Continued)

Analyte TPH-GRO TPH-DRO ™
{Units) {mgiL) {myg/L)
OU-2 ROD Action Level™® - -
Result Result
Well ID Sample Date (mg/L) {mg/L)
Nov-10 10.3 1.43
STO12-W07 Nov-11 4.54 0.825
Nov-10 8.02 0.610
STo12-Wi Nov-11 2978 0.343 F
Jan-08 6.0940 FB <0.0330 U
Jan-09 0.947 <0.241U
ST012-W12 Nov-09 0.325 <0.250 U
Nov-10 0.0920 FB <0.0200 U
Nov-11 0.0528 F <0272 U
Nov-10 7.32 122
STO12-W13 Nov-11 5.55 0.669
Nov-10 0.0820 FB 0.0228 F
ST012-W24 Nov-11 <0.0450 U <0.255U
Nov-10 NS NS
ST012-W26 Nov-11 <0.0450 U <0.250 U
Jul-06 0.0190 FB 0.0330 F
Jan-08 0.0260 FB <0.0330 U
Jan-09 NS NS
STO12-W27 Nov-09 NS NS
Nov-10 NS NS
Nov-11 NS NS
Nov-10 6.0790 FB <0.0200 U
ST012-W29 Nov-11 <0.0450 U <0.250 U
Nov-10 6.102 FB <0.0200 U
ST012-W34 Nov-11 <0.0450 U <0.260 U
Nov-10 0.0730 FB <0.0200 U
STO12-W35 Nov-11 0.0525F <0.255U
Nov-10 3.67 0.345
ST012-W36 Nov-11 4.82 <0.255 U
Nov-10 14.8 1.09
STO12-W37 Nov-11 14.0 0.414 F
Nov-10 0.0860 FB 0.208
STO12-W38 Nov-11 <0.0450 UML <0.269 U

@ Source: Final Record of Decision (ROD) Operable Unit (OU)-2 (IT Corporation [IT], Decerber 1992).

® The carbon series C1g-Cp, are reported as the diescl range organics (DRO) results for January 2009, November 2009, and November 2010. In
November 2011, the carbon series C1¢-Cs; are reported as the DRO results. The analytical laboratory did not specify the carbon series for the
DRO results in July 2006 and January 2008.

© Well was decommissioned between January to March 2010,

@ Well was decommissioned in November 2008.

Results with positive detections are bolded.

-- Data not available.

B - Sample concentration is similar to that found in an associated blank.

F - The analyte was positively identified, but the associated concentration is an estimation above the detection limit and below the reporting limit.

H - The result is biased high.

T - The analyte was positively identified, but the quantitation is an estimation.

L - The result is biased low.

M - The concentration is estimated because of a matrix effect.

U - The analyte was analyzed for, but not detected above the detection limit shown.

DRO - Diesel range organics.

GRO - Gasoline range organics.

ID - Identification.

mg/L - Milligrams per liter.

NS - Not sampled.
TPH - Total petroleum hydrocarbons.
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Table 3-8. Site ST012 Historical VOC Analytical Summary

BUOZIIY ‘SO ‘€ V SWEI[IAA JOUIO]
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LZ-€ 98eg

Methylene Total
Analyte 1,2-Dichloroethane | Benzene | Ethylbenzene Chioride Naphthalene | Tefrachloroethene | Toluene TFM Xylenes
{Units) {ug/L) {ug/L) {ug/l) {ugl/L} {ug/l) {pglL) (ug/L) {po/l) {ugiL)
DU-2 ROD
Action Level® 5 5 700 5 28 5 1,000 2,100 10,000
Well ID Sample Date Result Result Result Result Result Result Result Result Result
Jan-09 NR <0.125U <0.250U <0.250 U <0.200 U <0.250 U <0.250 U NR <0.500 U
ST012-CO1 Nov-09 <0.250 U 2.34 0.339F <0.250 U 0.447F <0.250U <0.250U NR <0.500 U
Nov-10 <0.100 U 0.270F <0.0900 U NR <0.200 U 0.0800 F 0.180 FB NR 1.27F
Nov-11 <0.250U <0.125U <0.250U NR <0.200U <0.250U <0.250U NR <0.500U
Jan-09 NR 1.87 12.3 <0.250 U 6.31 <0.250U 0.797F NR 17.2
ST012-C02 Nov-09 <0.250U 1.02 1.05 <0.2506 U <0.200 U <0.250U <0.250U NR 0.715F
Nov-10 0.290 F 0.720 <0.0900 U NR <0.200 U 0,130 F 0.160 F NR 0.860 F
Nov-11 <0.250 U 0.143 F <0.250 U NR <0.200 U <0.250 U <(.250 U NR <0.500 U
Jan-09 NR <0.125U <0.250U <0.250U <0.200U <0.250U 0357 F NR <0.500U
ST012-C03 Nov-09 <0.250 U : 0.943 F <0.250 U 0.782 F <0.250 U <0.250U NR 0.632 F
Nov-10 <0.100U 0170 F <0.0900 U NR <0.200U <0.0800 U 0.170 FB NR 0.960 F
Nov-11 <0.250 U <0.125U <0.250U NR <0.200 U <0.250 U <0.250U NR <0.500 U
Jan-09 NR <0.125U <0.250U <0.250 U <0.200 U <0.250 U <0.250 U NR <0.500 U
ST012-C04 Nov-09 <0.250 U 0223 F 1.08 <0.250 U 0.225F <0.250 U <0.250 U NR <0.500 U
Nov-10 <0.100U <0.100U <0.0900 U NR <0.200 U <0.0800 U <0.0700 U NR 0380 F
Nov-11 <0.250U <0.125U <0.250U NR <0.200 U 0.539F <0.250U NR <0.500 U
Jan-09 NR <0.125U <0.250U <0.250 U <0.200 U <0.250U <0.250U NR <0.500 U
ST012-C05 Nov-09 <0.250U <0.125U <0.250 U <0.250 U <0.200U 0.348 F <0.250U NR <0.500 U
Nov-10 <0.100 U 0.460 F <0.0900 U NR <0.200 U <0.0800 U 0.190 FB NR 2.44
Nov-11 <0.250U <0.125U <0.250U NR <0.200U <0.250U <0.250U NR <0.500U
Jul-06 NR <0.130 U <0.010U <0.210U NR <0.140 U <0.070 U NR <0.100 U
STO12-NO1® Jan-08 <0.0680 U <0.130U <0.0990U <0.210U <0.250U <0.140U <0.0680 U NR <0.100U
Jan-09 NS NS NS NS NS NS NS NS NS
Nov-09 NS NS NS NS NS NS NS NS NS
Jan-08 <0.0680 U <0.130U <0.0990 U <0210 U0 <0.250 U <0.140 U <0.0680 U NR <0.100 U
ST012-N02® Jan-09 NS NS NS NS NS NS NS NS NS
Nov-09 NS NS NS NS NS NS NS NS NS
Jan-08 <0.0680 U 0930 F 0340 F 4.99 MH <0.140U 0.250 F NR 8.50
ST012-N03® Jan-09 NR 31.3 <0.250 U 38.1 <0.250U 1.60 NR 22.0
Nov-09 <0.250 U 0.552 <0.250 U <0.250 U <0.200 U <0.250 U <(.250 U NR <0.500 U
Jul-06 NR <0.130U <0.010U 0.220 FB NR <0.140U <0.070U NR <0.100 U
ST012-N04A® Jan-08 <0.0680 U 0.790 0.250 F <0.210 U <0.250U <0.140 U <0.0680 U NR 0.550 F
Jan-09 NS NS NS NS NS NS NS NS NS
Nov-09 NS NS NS NS NS NS NS NS NS
Jul-06 NR 3.60 0.630 F 0.390 FB NR <0.140U 0410 F NR 3.90
ST012-NOsS® Jan-08 <0.0680 U 1.76 0.320F <0.210U <0.250 UM <0.140 U 0420 F NR 0.650 F
Jan-09 NR 0.674 <0.250U <0.250 U <0.200U <0.250U 0.487F NR <0.500U
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Table 3-8. Site ST012 Historical VOC Analytical Summary (Continued)

BUOZIIY ‘SO